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I N T R O D U C T I O N
The figure of merit of the performance of a particle collider is the luminosity,
which is proportional to the number of events per second generated in
the collisions. When studying rare events as in the Large Hadron Collider
(LHC) at CERN, the higher the luminosity, the more likely rare processes
can occur and be observed. The High-Luminosity LHC (HL-LHC) project,
an upgrade of LHC delivering proton-proton collisions at centre-of-mass
energy of 14 TeV, aims to increase the luminosity by a factor of 10 beyond
the LHC design value. This machine will allow finding answers to the
several open questions about the Standard Model theory. While HL-LHC is
expected to run for the next 20 years, CERN launched the Future Circular
Collider (FCC) study for the design of different circular colliders for the
post-LHC era. This study is investigating a high energy proton-proton
machine (FCC-hh) to reach a centre-of-mass energy of 100 TeV and a high
luminosity electron-positron collider (FCC-ee) as a potential first step to
cover a beam energy range from 45.6 GeV to 182.5 GeV, thus allowing to
study the properties of the Higgs, W and Z bosons and top quark pair
production thresholds with unprecedented precision.
The configuration and beam parameters of the lepton collider will be pre-
sented in detail in Chapter 2. Chapter 3 describes the theoretical framework
needed to understand the core of this research activity, dedicated to the
study of the main limitations of FCC-ee on the Z resonance. At high
beam intensity, necessary to reach the high luminosity foreseen for FCC-ee,
electron cloud (EC) and collective effects due to the electromagnetic fields
generated by the interaction of the beam with the vacuum chamber repre-
sent a serious issue by producing instabilities that can limit the machine
operation and performance.
The first part of this thesis is focused on EC studies. Despite the fact that
FCC-ee does not operate at cryogenic temperatures, a critical aspect for the
operation at nominal current is the heating of the pipe walls caused by the
interaction of the EC with the vacuum chamber. Besides this local effect,
the EC can also interact with the beam, inducing transverse instabilities
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introduction
that can lead to emittance blow-up, tune shift and spread and beam losses.
Additional tools have been developed in the PyECLOUD code to extend
its validity range and to make it suitable for FCC-ee. A multigrid solver
have been implemented in the PyPIC library of PyECLOUD to refine the
resolution around the beam location, thus improving the accuracy and
the computational time of the simulation code. This new implementation
allowed the estimation of the multipacting thresholds for the EC build up
and an evaluation of the heat load in the main components of the positron
ring. All these studies, presented in Chapter 4, revealed the necessity of
minimizing the Secondary Electron Yield (SEY) of the pipe walls by ap-
plying a TiZrV Non-Evaporable Getter (NEG) coating in the entire ring.
The presence of this coating affects the resistive wall (RW) impedance,
representing the major source of wakefields in the machine due to its large
circumference. Nowadays, modern accelerators as the LHC use NEG layers
of about 1 µm thickness to ensure the required pressure and low back-
ground and to mitigate the EC multipacting. However, beam dynamics
studies for FCC-ee at 45.6 GeV pointed out that this standard thickness
makes the contribution of the RW to the machine impedance budget very
critical. The studies presented in Chapter 5 will show that minimising the
thickness of the coating is mandatory to reduce the RW contribution, thus
increasing the single bunch instability thresholds at low energy.
However, reducing the thickness of NEG coatings can affect the perfor-
mance of the material itself and therefore the maximum SEY and related
electron cloud mitigation. In fact, every time vacuum chambers are exposed
to air, NEG coatings need to be activated to act as pumps, i.e. heated in
vacuum so that the oxide layer grown on the surface can be diffused into
the bulk. Considering that the quantity of oxygen that can be dissolved
in the film is limited, thinner films could not activate properly. For this
reason, an extensive measurement campaign was performed at CERN to
characterize TiZrV thin films with thicknesses below 250 nm. Chapter 6
presents the coating process, the activation performance investigated by
surface analysis as well as the SEY of the thin NEG coatings. The final goal
of this experimental activity was to find the minimum effective thickness
satisfying impedance, vacuum and electron cloud requirements.
Besides the RW, other impedance sources have been analyzed and opti-
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mized in terms of electromagnetic impact. The impedance model thus
obtained has been used to study single bunch instabilities, to predict their
effects on beam dynamics and to identify possible mitigation techniques.
The contributions of all these components to the total impedance budget
and their effects on the stability of the beam are presented in Chapter 7.
Chapter 8 presents the impedance studies in the interaction region (IR)
of FCC-ee. In order to find an optimal IR geometry, three different beam
pipe models were proposed and CST simulations in time domain were
performed for each model to find the resonances in the spectrum of the
wake potential. These studies led to the identification of a trapped mode
that seems to be unavoidable even in a very smooth geometry. By analyzing
the structure of this mode, whose presence has been confirmed with CST
simulations in the frequency domain, longitudinal slots and a water-cooled
absorber were designed and included in the IR model to reduce the power
loss and to prevent vacuum degradation. Geometrical and resistive wall
impedances generated by the synchrotron radiation (SR) masks and the
coatings of the pipe walls, respectively, were also analyzed in the IR, giving





T H E F U T U R E C I R C U L A R L E P T O N
C O L L I D E R
On 4th July 2012, the two Large Hadron Collider (LHC) [1] experiments
ATLAS and CMS announced the observation of a new particle in the
centre-of-mass energy near 125 GeV [2, 3] consistent with the Higgs bo-
son predicted by the Standard Model. Although this discovery validated
experimentally the Standard Model, the theory is still incomplete with
several open questions concerning dark matter, neutrino masses, weakness
of gravity, etc.
The High Luminosity LHC (HL-LHC) project [4, 5], an upgrade of LHC
delivering proton-proton collisions at centre-of-mass energy of 14 TeV, aims
to increase the total number of collisions by a factor of 10 compared to the
LHC baseline programme. It is expected to run for the next 20 years and
will help to find some new answers. However, it might not be enough.
For this reason, in 2013 the European Strategy for Particle Physics requested
CERN to ”undertake design studies for accelerator projects in a global context with
emphasis on proton-proton and electron-positron high-energy frontier machines ...
[which] should be coupled to a vigorous accelerator R&D programme, including
high-field magnets and high-gradient accelerating structures, in collaboration with
national institutes, laboratories and universities worldwide” in order to ”propose
an ambitious post-LHC accelerator project ... by the time of the next Strategy
update” around 2019.
On the basis of this request, CERN launched in 2014 the Future Circular
Collider (FCC) Study [6,7] aiming to design different particle accelerators
to ensure a worldwide particle physics programme after LHC. Nowadays,
more than 120 institutes are part of this international collaboration whose
ultimate goal is a hadron collider (FCC-hh) with a centre-of-mass energy
of 100 TeV, an order of magnitude above the LHC. This machine will de-
fine a new 100 km infrastructure for the FCC accelerator complex in the
Geneva area (see Fig. 2.1 [8]) and will be based on 16 T magnets with a
peak luminosity of 5 · 1034 cm−2s−1. Possible first steps towards this high
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Figure 2.1: Schematic view of the FCC tunnel in the Geneva area.
energy hadron collider are the high luminosity electron-positron collider
FCC-ee (formerly TLEP) that will allow very precise measurements of the
Standard Model and the 27 TeV proton-proton collider High Energy LHC
(HE-LHC) which is an upgrade of LHC with the FCC-hh technology in the
same LHC tunnel. An electron-proton machine (FCC-he) is also considered
as a possible scenario.
All the basic requirements for these colliders have been summarised in the
Conceptual Design Report [9] that has been published at the end of 2018.
The studies presented in this thesis focus on the lepton collider FCC-ee
whose configuration and beam parameters will be described in this chapter.
2.1 accelerator physics and design
The possibility to explore a 120 GeV lepton collider in the LHC tunnel was
already considered before the discovery of the Higgs boson, to perform
precise measurements of this elementary particle [10]. This option evolved
then in the high luminosity electron-positron circular collider FCC-ee,
following the requirements of the 2013 European Strategy statement: ”There
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Figure 2.2: Expected baseline luminosities of the current worldwide lepton col-
liders as a function of the centre-of-mass energy. The variable s on x-axis is the
Mandelstam variable and
√
s represents the total centre-of-mass energy during
collision.
is a strong scientific case for an electron-positron collider, complementary to the
LHC, that can study the properties of the Higgs boson and other particles, with
unprecedented precision and whose energy can be upgraded.”
Within the FCC studies, FCC-ee is considered as a potential first step
towards the 100 TeV hadron collider FCC-hh in the same 97.75 km tunnel.
The lepton collider is being designed to cover a beam energy range from
45.6 GeV to 182.5 GeV, thus allowing to study the properties of the Higgs, W
and Z bosons and top quark pair production thresholds with unprecedented
precision. Nowadays, other e+e− colliders as ILC [11, 12], CLIC [13, 14],
LEP3 [15] and CEPC [16] are considered to study the properties of the
Higgs boson and the other particles. Among all these proposed machines,
FCC-ee is expected to deliver the highest luminosity at each centre-of-mass
energy, as shown in Fig. 2.2, thus allowing very precise measurements of
all known heavy particles. Figure 2.3 shows the FCC-ee operation model,
for a total duration of 14 years. The phase 1 lasts 8 years and covers Z, W
and H measurements. The Z pole will operate at half design luminosity
over the first two years. A one year shutdown will follow the phase 1, for
RF installations, and finally there will be 5 years of tt running.
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Figure 2.3: Preliminary schedule of the FCC-ee operation.
2.2 machine layout and beam parameters
The layout of the machine is described in [17] and shown in Fig. 2.4. It
follows the one of the hadron collider, with two interaction points (IPs)
located at the straight sections A (close to CERN) and G (on the opposite
side). The very high luminosity at each energy is due to some key features
in the design of the machine. First of all, the maximum acceptable SR power
per beam is fixed to be 50 MW at all energies and this value defines the
total beam current of each experiment. Since the SR power is proportional
to E4 I, where E is the beam energy and I is the beam current, at low
Figure 2.4: The FCC-hh (left side) and FCC-ee (right side) layouts.
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Figure 2.5: Schematic layout of the pre-injector chain (left side) and the injector
complex (right side).
energy a higher current can be injected, thus maximising the luminosity.
The two separate beam pipes for the two counter-rotating electron and
positron beams are important for two main aspects: at low energy they
allow avoiding parasitic collisions and therefore an operation with a large
number of bunches, while at the highest energy the double ring allows the
tapering of the magnets to compensate the energy sawtooth effect [17]. A
crab-waist scheme [18] with a large horizontal crossing angle of 30 mrad is
foreseen at IP to optimize the colliding area and to further maximise the
luminosity. Moreover, considering that beamstrahlung (BS) is one of the
main luminosity limitations in the machine, a larger energy acceptance has
been defined to hold all those particles that are losing energy due to BS and
are falling outside the momentum acceptance. As illustrated in the next
chapters, the effect of BS of increasing the equilibrium energy spread and
bunch length will help to overcome single bunch instabilities at low energy.
In order to mantain the stored beam current and the highest luminosity, the
initial FCC-ee injection scheme was based on CLIC concepts [19]. However,
for the final design a SuperKEKB approach using short bunches with high
current has been preferred. The injector baseline is described in [20] and
the injector complex is shown in Fig. 2.5. It consists of:
• a 320 m long e+e− linac accelerating 1 or 2 bunches up to 6 GeV with
repetition rate of 100-200 Hz, a target in the same linac for positron
production at 4.46 GeV and a 242 m circumference damping ring at
1.54 GeV for both positron and electron beams [21]
27
2.2 machine layout and beam parameters
• a pre-booster ring, probably in the Super Proton Synchrotron (SPS) tunnel,
to accelerate e± from 6 to 20 GeV [22]
• a top-up booster ring to accelerate from 20 GeV to the FCC-ee ultimate
collision energies [23]
Table 1 summarises the baseline beam parameters for all the physics pro-
grammes. These parameters were optimized by introducing a crab-waist
collision scheme and by taking into account the lifetime limitation due to
BS, the 3D flip-flop instability and the coherent X-Z instability [24].
The beam dynamics and electron cloud studies presented in this thesis
will be focused on the Z resonance at 45.6 GeV, which represents the most
challenging scenario from the beam stability point of view.
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Z W H tt
Circumference C [km] 97.75
Bending radius ρ [km] 10.938
Free length to IP l∗ [m] 2.2
Solenoid field at IP [T] 2.0
Full crossing angle at IP [mrad] 30
SR power/beam [MW] 50
Beam energy E0 [GeV] 45.6 80 120 175 182.5
Beam current [mA] 1390 147 29 6.4 5.4
Number of bunches/beam Nb 16640 2000 328 59 48
Bunch population Np [1011] 1.7 1.5 1.8 2.2 2.3



























Horizontal tune Qx 269.139 269.124 389.129 389.104
Vertical tune Qy 269.219 269.199 389.199 389.175
Synchrotron tune Qs 0.025 0.0506 0.0358 0.0818 0.0872
Horizontal emittance εx [nm] 0.27 0.84 0.63 1.34 1.46
Vertical emittance εy [pm] 1.0 1.7 1.3 2.7 2.9
Longitudinal damping time [turns] 1273 236 70.3 23.1 20.4
SR energy loss/turn U0 [GeV] 0.036 0.34 1.72 7.8 9.2
RF frequency [MHz] 400 400/800
RF voltage VRF[GV] 0.10 0.75 2.0 4.0/5.4 4.0/6.9
Horizontal β∗x [m] 0.15 0.2 0.3 1.0
Vertical β∗y [mm] 0.8 1.0 1.0 1.6
Horizontal size at IP σ∗x [µm] 6.4 13.0 13.7 36.7 38.2
Vertical size at IP σ∗y [nm] 28 41 36 66 68
Luminosity/IP [1034/cm2s] 230 28 8.5 1.8 1.55
Table 1: Machine parameters of FCC-ee for different energies, where SR and BS
stand for synchrotron radiation and beamstrahlung.
29
2.2 machine layout and beam parameters
30
3
C O L L E C T I V E E F F E C T S I N PA RT I C L E
A C C E L E R AT O R S
When a beam of charged particles propagates in an accelerator, it undergoes
the Lorentz force produced by external electromagnetic fields provided by
bending and focusing magnets (dipoles and quadrupoles, respectively) and
RF cavities. However, the beam particles can also interact with themselves
and with the surrounding environment, generating electromagnetic fields
that can act back on the beam and perturb its motion. These additional
fields must be included in the equations of motion of the beam particles, by
considering in the Lorentz force the total electromagnetic fields given by
the sum of the external and perturbation fields:
~F = q[(~Eext + ~Ewake) +~v× (~Bext + ~Bwake)] (1)
The term collective effects refers to the class of phenomena in which the
evolution of the beam depends on the combination of external fields and
interaction between beam particles. Depending on the type of interaction,
different categories of collective effects can be defined:
• space charge effects due to the interaction of beam particles with them-
selves and with a perfectly conducting vacuum chamber
• beam-beam effects due to interaction of the beam with the counter-
rotating beam in a collider
• wakefield (in time domain) or impedance (in frequency domain) effects
generated by the interaction of the beam with the vacuum chamber
• electron cloud effects due to the interaction between beam and electrons
produced in the accelerator
All these perturbations can produce instabilities, in both longitudinal and
transverse directions, thus representing one of the main limitations to the
machine operation and performance. Studying these instabilities and their
underlying mechanisms is an essential part in the design phase of any
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accelerator, since it allows identifying possible mitigation techniques and
ensuring beam stability during operation. This chapter (and in general the
research activity presented in this thesis) focuses on the study of the last
two types of collective effects. Section 3.1 reviews the theory of wakefields
and impedances in particle accelerators while electron cloud concepts will
be described in Section 3.2.
3.1 wakefields and impedances
In order to introduce wakefields and beam coupling impedances, let us
consider the reference system of Fig. 3.1 where a source particle q1(z1, r1)
and a test particle q2(z2, r2) are travelling with constant velocity v ' c,
where c is the speed of light. The two particles are ultrarelativistic, therefore
causality imposes that the test particle cannot affect the source. If the two
particles move inside a perfectly conducting and smooth chamber the
test particle does not feel any force. However, if the chamber presents
some geometry variation or the pipe walls have a finite conductivity, the
electromagnetic fields produced behind the source (and for this reason
named wake fields) can act on the test particle and perturb its motion.
Figure 3.1: Reference system with a source particle q1 (in red) and a test particle
q2 (in green).
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3.1.1 Wake functions and coupling impedances
The Lorentz force generated by the source particle q1 and acting on the test
particle q2 is given by
F = q2[Ezzˆ + (Ex − cBy)xˆ + (Ey + cBx)yˆ] = F‖ + F⊥ (2)
where E and B are the electric and magnetic fields generated by q1 inside
the structure. This force is given by the sum of two components which have
different effects on the test charge:
• a longitudinal force which changes its energy
• a transverse force which deflects its trajectory.
Considering a device of length L and assuming that the two particles
are separated by a distance z which does not change during the passage
through the structure (rigid beam approximation), the energy variation is
defined as the integrated longitudinal force acting on the test particle along
the length L of the object:
U(r2, r1, z) =
∫ L
0
F‖ds ' U(z) (3)
where r2, r1 are the transverse positions of the test and source charges,
respectively.
The transverse deflecting kicks are distinguished in a dipolar kick defined
as the integrated transverse force from an offset source acting on a on-axis
test particle along the length L of the object:






ds ' r1Mdip(z) (4)
and a quadrupolar kick defined as the integrated transverse force from an
on-axis source acting on an offset test particle along the length L of the
object:






ds ' r2Mquad(z) (5)
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The longitudinal wake function is defined as the energy change normalized





while the transverse dipolar and quadrupolar wake functions are given by
the corresponding transverse kick normalized by the two charges and by









One can observe that the longitudinal wake function given by Eq. 6 does
not depend on the transverse positions r1, r2. In general, most of the
structures in the beam pipe have a symmetric shape. In the particular case
of cylindrical symmetry and ultrarelativistic charges, the wake function
can be expanded in multipolar terms. In the longitudinal case, the first
monopole term is dominant and the wake function depends only on z [25].
The minus sign in Eq. 6 means that for a positive wake the test particle is
losing energy while a positive transverse wake correponds to a defocusing
transverse force.
The longitudinal and transverse (dipolar and quadrupolar) beam coupling
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Figure 3.2: Example of longitudinal (top) and transverse (bottom) wake functions
for ultrarelativistic particles (β = 1).
Another useful definition to introduce is the loss factor, i.e. the normalized
energy lost by the source particle in the creation of the wake:
k = −U(z = 0)
q21
= w‖(z = 0) (12)
It is important to note that Eq. 12 is valid only for non ultrarelativis-
tic particles while for charges travelling at the speed of light causality
requires that the longitudinal wakefield is discontinuous at z = 0 with





This theorem states that an ultrarelativistic particle can only see half of
its own wake and the wake exists only in the region z < 0, as shown in
Fig. 3.2.
Also in the transverse case, the wake vanishes for z > 0 because of the
ultrarelativistic approximation. For z = 0 it is equal to zero because source
and test particles have the same longitudinal position and move in parallel
and they can only interact through space charge, which is not discussed in
this framework.
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Examples of wakefields and impedances will be given in Chapter 5 (resistive
wall impedance) and Chapter 7 (impedance generated by other machine
devices as collimators, RF cavities, tapers, beam position monitors and
bellows).
3.1.2 Wake potentials and loss factors
The wake functions generated by point charges and defined by Eqs. 6 - 8
are Green functions describing the response of the structure to an impulsive
source. These quantities can be used to calculate the longitudinal and
transverse wakefields produced by any bunch distribution.
Let us consider for example the longitudinal plane and a bunch with
longitudinal distribution λ(z). According to Fig. 3.3, the energy dU(z) lost
or gained by a test slice eλ(z)dz at position z in the bunch can be obtained
as the integral of the contributions from the wakefields generated by all the
preceding slices eλ(z′)dz′ at position z′. The energy loss of a bunch is then










λ(z′)w‖(z′ − z)dz′ (14)
Figure 3.3: Convolution integral to compute the energy loss of a slice due to the
entire bunch.
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or in terms of Fourier transforms [27]:






where Λ(ω) is the bunch spectrum and Re[Z‖(ω)] is the real part of the
longitudinal beam coupling impedance.
The longitudinal wake potential of the distribution is given by the con-





w‖(z′ − z)λ(z′)dz′ (16)
while the longitudinal loss factor is obtained by integrating the product of





By substituting Eqs. 16 and 17 in Eq. 14, the energy loss of a bunch can be
written in terms of loss factor as
U(z) = −e2k‖ (18)
It is important to note that Eqs. 14 and 15 are valid for a bunch passing
through the impedance once. By considering also the wakes generated












w‖(kC + z′ − z)dz′ (19)







where C is the accelerator circumference, k sums over turns and ω0 = 2picC
is the revolution frequency.
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The total energy lost by a bunch particle has to be compensated by the RF
system every turn with a synchronous phase shift:
U = −∆φeVRFcos(φs) (21)
where ∆φ is the phase shift for a given bunch intensity, φs is the synchronous
phase and VRF is the RF voltage. From Eqs. 18 and 21, one can obtain the





In the particular case of a uniformly filled machine, i.e. a train of Nb equally




where h = Nb is the harmonic number, the total energy loss of the
beam is given by:


















where I = Nb Npet0 is the average beam current with t0 the revolution period
of the machine.
The energy loss of a beam is very important. The fraction of the energy lost
on the pipe walls or on other devices installed in the machine can be very
dangerous, because it causes extra heating of the equipment with eventual
damage.





w⊥(z′ − z)λ(z′)dz′ (25)
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and the transverse loss factor, also called kick factor, since it represents the





3.1.3 Wakefield and impedance of a resonator
When a charge propagates through accelerator devices like cavities, col-
limators, etc., it excites resonant modes that can be described as parallel
RLC circuits loaded by a point charge impulsive current I(t) = qδ(t), as
shown in Fig. 3.4. This system is characterized by a shunt impedance R, an
inductance L, a capacity C, a resonant frequency ωr = 1√LC and a quality

















and the following relations hold:
VR = VC = VL = V
IR + IC + IL = I
(28)
Figure 3.4: Scheme of a parallel RLC circuit representing a resonant mode.
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Using C = QRωr and L =
R





























where α = ωr2Q is the damping rate and A, B determine the amplitude of the




















By solving Eqs. 32 and 33, the voltage induced by the source charge q






















The energy gained or lost by a test particle q′ will be then given by
U = q′V(T) (35)



























is the loss factor. The Fourier transform of Eq. 36 gives the longitudinal








Broadband impedances have quality factor Q ' 1 and correspond to
short-range wakefields which act over the bunch length, thus affecting
the single bunch dynamics: in this case particles experience the wakefields
produced by the other preceding particles of the same bunch. Narrowband
impedances, given for example by resonant HOMs in a cavity, have Q 1
and correspond instead to long range wakefields which act over the length
of bunch trains or several machine turns, thus affecting the multi bunch
dynamics.
The effects of wakefields on both single bunch and multibunch dynamics
will be presented in Chapters 5 and 7.
Another broadband impedance model was proposed by S. Heifets and




Z(ω) = jωL + R + (1+ jsign(ω))
√
|ω|B + 1− jsign(ω)√|ω| Z˜c + ... (39)
where the coefficients L, R, B, Z˜c, ... are real.
The terms of this expansion represent the impedances of particular devices
and will be used in Chapter 7 to characterize the wake potentials of different
components of the lepton collider FCC-ee.
3.2 electron cloud
Electron cloud (EC) has been recognized as one of the main limitations in
the performance of both lepton and hadron machines [32–35]. Figure 3.5
shows a sketch of the formation of an electron cloud. When a beam with
positively charged particles passes through a section of an accelerator,
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Figure 3.5: Sketch of the formation of an electron cloud in a section of the machine.
primary electrons can be produced in the beam chamber by different mech-
anisms like ionization of the residual gas or photoemission due to SR (and
in this case one refers to photoelectrons). These primaries are attracted and
accelerated by the beam up to energies of several hundreds of eV. When the
electrons strike the chamber walls with these energies, they produce sec-
ondary electrons that in turn, depending on their energy, can be absorbed,
reflected or accelerated again by the following bunch, thus producing an
avalanche of electron multiplication (the so called multipacting effect). This
accumulation of electrons can interact with the pipe walls, causing the
heating of the vacuum chamber and degradation of vacuum and diag-
nostics elements, or with the beam itself, inducing transverse instabilities,
emittance growth, tune shift and spread and beam losses. The following
sections will introduce the two mechanisms involved in the formation of an
EC, the different regimes during the build up and the secondary emission
model used for all the studies presented in this thesis.
3.2.1 Primary electron production
Electrons can be produced in the beam chamber through two main mecha-
nisms (or their combination).
• Residual gas ionization
This mechanism is always present and in machines with very intense and
bright beams it may become the dominant process of primary electron
production. Residual gas in the vacuum chamber can be ionized by the
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where σion is the ionization cross section of the residual gas [36], ngas is
the gas density and φp is the beam particle flux per unit area.
• Photoemission due to SR
In the case of leptons and in general of high energy particle beams
as protons in the LHC that emit a significant amount of SR, electrons
generated by photoemission from the chamber’s wall are the main source
of primary electrons. When charged particles are subject to a transverse
acceleration, they emit photons that can have enough energy to extract
electrons from the walls when hitting the pipe (photoelectric effect).
These electrons are called photoelectrons and in the case of FCC-ee they
represent the main source of primaries in the EC build up.
The number of photons per unit length emitted by a particle having
relativistic factor γ and following a circular trajectory with bending









where α is the fine-structure constant, while the critical energy of the





where h¯ is the reduced Planck constant. These photons are radiated
within a very narrow cone characterized by an opening angle inversely
proportional to γ.
The total number of photoelectrons per particle per unit length is given
by
Npe = NγY (43)
where Y is the photoelectron yield or quantum efficiency, i.e. the proba-
bility of electron emission per impinging photon. Only a fraction of these
photoelectrons are generated by photons coming directly from the beam.
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Figure 3.6: SEY curve as a function of the primary electrons energy.
Another fraction of photoelectrons is produced by scattered photons and
is associated to the photon reflectivity R:
Npe,r = NpeR (44)
3.2.2 Secondary electron emission
The secondary electron emission process is described through the so called
Secondary Electron Yield (SEY) which is a property of the surface material
defined ad the ratio between the electron current impinging the wall and





This quantity strongly depends on the impacting energy E of primary
electrons, the angle of incidence θ and the material. Figure 3.6 shows a
typical SEY curve as a function of the energy of primary electrons.
All the EC build up simulations presented in this thesis are based on the
secondary emission model described in [38,39]. In this model, the SEY is
given by the sum of two terms (see Fig. 3.7):
δ(E) = δelas(E) + δtrue(E) (46)
The first component corresponds to electrons which are elastically reflected
44
3.2 electron cloud
Figure 3.7: SEY curve: elastic component δelas, true secondary component δtrue and
total δE.









where the two parameters R0 and E0 are obtained from measured data and
set to 0.7 and 150 eV for a copper surface as the LHC beam screen [38].










δmax = δ(Emax) ' δtrue(Emax) (49)
represents the maximum value of the SEY curve and the parameters s and
Emax have been determined experimentally for the copper surface of the
LHC beam screens and found to be 1.35 and 332 eV, respectively [38].
As already mentioned, the SEY also depends on the angle of incidence θ
defined with respect to the normal to the surface, according to the following
equations [38]:
Emax(θ) = Emax(θ = 0)[1− 0.7(1− cos θ)] (50)





Figure 3.8: Time evolution of the total number of electrons in the chamber of the
FCC-ee arc dipoles for δmax = 1.6.
3.2.3 Electron cloud build up regimes
The SEY curve can be divided in two main regions: one region with
δ(E, θ) < 1 where the pipe walls act as electron absorbers and another re-
gion with δ(E, θ) > 1 where the material behaves like an electron emitter. In
the first case, the number of primary electrons produced in the chamber is
balanced by the number of electrons absorbed by the surface and an equilib-
rium condition is reached (seed accumulation regime). When δ(E, θ) > 1
the electron density grows exponentially in the vacuum chamber and the
build up is in multipacting regime.
Figure 3.8 shows the total number of electrons in the FCC-ee dipole cham-
ber during the passage of a train of 200 positron bunches followed by 100
empty bunches in the case of δmax=1.6 and 2.5 ns bunch spacing. One
can observe that after a certain amount of time the evolution of electrons
reaches a saturation level due to the space charge in the cloud of electrons
and then it decays after the passage of the train.
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In the case of FCC-ee, the EC build up in the positron ring can be very
dangerous for the machine operation and for that reason it has to be
analyzed with particular care. This chapter presents EC studies for the
lepton collider at 45.6 GeV. Numerical simulations have been performed
with the PyECLOUD code that will be briefly described in Section 4.1. In
this thesis work, additional tools have been developed in PyECLOUD to
extend its validity range and to make it suitable for the lepton collider. This
new implementation will be described in Section 4.2, while Sections 4.3- 4.5
will present the main results of EC build up simulations in the drift spaces
and in all the magnets of the machine (dipoles and quadrupoles in the arcs
and final focusing quadrupoles in the IR). Section 4.6 will discuss the single
bunch head tail instability driven by EC.
4.1 the pyecloud code
PyECLOUD [38,40] is a 2D macroparticle (MP) code written in Python and
developed at CERN to simulate the EC build up in particle accelerators. This
code uses most of the physics models of the ECLOUD code [41], but it was
improved in terms of computational time, accuracy and flexibility, thanks
to its modular structure and the more powerful programming language. In
PyECLOUD, electrons are grouped in MPs and the EC build up is simulated
by following the loop shown in Fig. 4.1 [38]:
• At each time step ∆t, primary electrons are generated in the vacuum
chamber by residual gas ionization or photoemission due to SR.
• The electric field of the beam is computed first at the nodes of a rectan-
gular grid defined over the entire chamber and then at each MP location
by a linear interpolation.
• The electric field due to space charge forces within the EC is computed
by a Particle In Cell (PIC) algorithm that will be described later in this
chapter.
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Figure 4.1: PyECLOUD main loop for EC build up simulations.
• Given the total electric field at each MP location, a tracking algorithm
allows updating the position and velocity of each MP, also taking into
account eventual externally applied magnetic fields.
• For the electrons hitting the pipe walls, the most important impact
parameters are computed (kinetic energy, velocity, impact angle, etc.) and
a secondary emission module (based on the secondary emission model
described in Section 3.2.2) is applied to generate secondary electrons.
One of the main improvements of PyECLOUD with respect to ECLOUD is
the MP size management described in [38] to dinamically adapt the number
and size of MPs during a simulation. This method allowed reducing the
simulation time and had a significant impact on convergence properties [42].
Recently, another important feature has been implemented in PyECLOUD,
namely a multigrid PIC solver that will be described in the next section.
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4.2 pypic : the multigrid solver
The multigrid algorithm [43] was implemented in the PyPIC solver of
PyECLOUD to cope with the very small beam sizes of FCC-ee and LHC
at top energy. When using the PIC algorithm to compute the e− space
charge electric field, a grid with Nx × Ny nodes and grid size ∆h is defined
over the entire chamber. In order to obtain reliable simulation results, the
grid size and the beam size should be of the same order of magnitude
and at least 2-3 meshes should be considered inside the beam. Depending
on the beam pipe dimensions, this could require a very large number of
nodes, thus making the simulation very time consuming. An important
feature of the multigrid solver is that the PIC resolution is not uniform
over the simulation domain: the use of multiple nested grids with different
resolution allows refining the accuracy of the algorithm only around the
beam where it is needed. This new implementation is based on the mesh
refinement method described in [44].
4.2.1 Dualgrid implementation
The first step has been the implementation of the simplest dualgrid method,
consisting of two grids: the main grid defined over the full chamber and an
internal new grid with finer resolution placed around the beam location,
as shown in Fig. 4.2. The space charge field of the EC is then computed as
follows:
• Scatter
The scatter routine is the same described in [38] and is performed for
both main and internal grids. The charge nMP of each MP at location
(xMP, yMP) is scattered to the four neighbouring nodes of the grid (see
Fig. 4.3) and the charge density is computed as:










































4.2 pypic: the multigrid solver
Figure 4.2: Dualgrid implementation. On the left side: an internal grid (in red) is
placed around the beam (in green), in addition to the main grid (in blue) defined
over the entire chamber. On the right side: the resolution of the new grid is finer













are the indexes of the neighbouring grid nodes, with x0, y0 the bottom
left corner of the grid and ∆h the size of the grid, and
dx = xMP − x0 − i∆h, dy = yMP − y0 − j∆h (54)
Figure 4.3: Distances and grid nodes used in the scatter routine for the computation
of the space charge field.
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• Solve
The electrostatic potential is computed at the internal nodes of each grid
by solving the Poisson equation with the Finite Difference (FD) method:





with different boundary conditions for the two grids:
– the electrostatic potential on the boundary of the main grid is set equal
to zero
– the boundary condition for the internal grid is the solution of the
Poisson equation from the previous coarser level, i.e. in the simple
case of a dualgrid the potential computed at the internal nodes of the
main grid.
• Electric field computation










The electric field is interpolated at each MP location from internal grid
nodes for the MPs falling inside the internal grid and from the main grid



































It is important to note that this approach introduces an artifact due
to a spurious image of a particle at the interface between the coarse
and the fine grid resolution, as shown in Fig. 4.4. This artifact can be
avoided by discarding the most external nodes of the internal grid during
interpolation, as described in [45].
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Figure 4.4: Horizontal component of the electric field computed at probe r = 7 mm
(yellow line on the left plot) which crosses the edges of the internal grid. The
artifact can be minimized by discarding the most external cells of the internal grid
during interpolation.
Several tests have been performed to check the reliability of the code and to
evaluate its accuracy. The dualgrid implementation was tested considering
a 2 mm radius uniform charge distribution within a 30 mm radius circular
chamber. In this first study, a main grid with 0.5 mm mesh size and an
internal grid with 0.1 mm mesh size have been considered. The electric
field was computed outside the beam (at a probe r = 20 mm) by using
both the singlegrid and the dualgrid methods and then compared with
the analytical radial electric field of an infinite cylinder of uniform volume






Ex = Er cos θ = Er
x
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Results are reported in Fig. 4.5, showing that both pics give good accuracy
outside the charge while at a probe r = 2 mm very close to the beam the
electric field is more accurate by using the dualgrid method, due to the
higher resolution of the internal grid, as shown in Fig. 4.6.
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Figure 4.5: Horizontal (left) and vertical (right) components of the electric field
computed at a probe r = 20 mm by using analytical, singlegrid and dualgrid
methods.
Figure 4.6: Horizontal (left) and vertical (right) components of the electric field
computed at a probe r = 2 mm by using analytical, singlegrid and dualgrid
methods.
4.2.2 Multigrid implementation
Thanks to the modular structure of PyPIC, it was possible to generalize the
dualgrid module for an arbitrary number of nested grids. Fig. 4.7 shows the
grids configuration implemented in the multigrid solver. If Si(i = 0, ..., n)
is the size of the i-th internal grid, we want to impose:
Si = f Si−1 (60)
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Figure 4.7: Multiple nested grid configuration implemented in the multigrid solver.
where 0 < f < 1 is the magnification factor between two consecutive grids.
Therefore, the final internal grid around the beam is given by
Sn = f nS0 (61)
where S0 is the size of the refinement grid of the main pic expressed as
S0 = N∆h0 (62)
with N the minimum number of points of the first internal grid in the
mesh size ∆h0 of the main grid. The parameters N,∆h0 and f can be
defined by the user in the simulation input files. The user also provides the
coordinates xmin, xmax, ymin, ymax of the vertexes of the target grid and its
mesh size ∆htarget.
Once the multigrid parameters are specified, by substituting Eq. 62 in Eq. 61,
the size of the most internal grid can be obtained as
Sn = f nN∆h0 (63)
From Eq. 63, we can derive the number of grids needed in the simulation
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By approximating this number to the smallest integer i such that i ≥ n, the







and each coarser grid can be obtained by applying the formula
Si − 1 = Sifexact (i = 0, ..., n) (66)
The multigrid benchmarking was performed by considering first the LHC
Gaussian beam at top energy with transverse sizes σx,y = 0.33 mm, within
an elliptical chamber of dimensions 22× 18 mm.
In general, a good setting for the multigrid solver is the following:
• Sx,target = 10σx ⇒ xmax
min
= ±5σx
• Sy,target = 10σy ⇒ ymax
min
= ±5σx
• ∆htarget = 0.3 ·min(σx, σy)
As in the previous test, the electric field components have been computed
at a probe 1σ by using both singlegrid and multigrid methods, and then
compared with the analytical electric field evaluated using the Bassetti-
Erskine formula [46] for an elliptical chamber. Results are shown in Fig. 4.8:
the estimation of the electric field in the vicinity of the beam is more
accurate by using the multigrid method, due to the higher resolution of the
inner grid (∆hmulti = 9.89 · 10−5 m, ∆hsingle,BE = 1.65 · 10−4 m).
In order to determine the error of the two methods w.r.t. the analytic
estimation and the computational time of each solver, the same test has
been performed considering a mesh size of ∆h = 9.89 · 10−5 m for all
methods. Fig. 4.9 shows the RMS error of the two methods compared to
the analytic computation as a function of the distance from the beam: both
methods show an error below 2%.
In terms of computational time, the multigrid solver significantly increases
the simulation speed, as it can be easily seen in Fig. 4.10. Although the
scattering time is higher for the multigrid solver (the scatter routine has
to be performed for all the grids), the solving time, proportional to the
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Figure 4.8: Multigrid configuration (top), horizontal and vertical components of the
electric field (bottom) computed at a probe 1σ by using analytical Bassetti-Erskine
formula, singlegrid and multigrid methods.
Figure 4.9: RMS error w.r.t. the analytical Bassetti-Erskine formula on the compu-
tation of the electric field as a function of the distance from the bunch center.
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Figure 4.10: Scattering time and solving time required in simulation by using
singlegrid and multigrid methods.
number of nodes, is about 50 times lower.
The multigrid solver has also been tested to the challenging case of FCC-ee
at 45.6 GeV, by considering the same elliptical chamber of the LHC, and
the electric field has been evaluated for all internal grids with different
mesh sizes. Simulation results shown in Fig. 4.11 revealed that for such a
machine EC studies would not have been possible without the support of
this new implementation.
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Figure 4.11: Multigrid configuration (top), electric field components (centre) and
RMS error of all internal grids with different resolutions compared with the
analytic one obtained by using the Bassetti-Erskine formula.
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4.3 simulation studies for the fcc-ee arc components
About 90% of the total length of FCC-ee is occupied by dipole and
quadrupole magnets. Although the lepton collider is a warm machine
without any cryogenic component, the accumulation of electrons in the
beam chamber of these magnets can represent an important source of heat
load and produce transverse instabilities, thus limiting the machine perfor-
mance. Therefore, PyECLOUD numerical simulations have been performed
to study the EC build up in the drift space and all the magnets of the arcs
and its dependence on bunch spacing. On the Z resonance, the arcs of FCC-
ee are based on FODO cells with 60◦/60◦ phase advance. Each cell contains
two main dipoles with lengths of 21.94 m and 23.44 m and twin-aperture
focusing and defocusing quadrupoles with the same length of 3.1 m. The
packing factor of dipoles in the arcs is 81.8% while the ratio of quadrupoles
over the ring is about 10%. Fig. 4.12 [47] shows the oscillations of the optics
functions along the FODO lattice of the FCC-ee arcs. For these studies, the
realistic shape of the vacuum chamber shown in Fig. 4.13 [48] has been
used. The beam pipe is modelled as a circular pipe with 35 mm radius and
two rectangular antechambers on both sides, as the one of SuperKEKB [49].
These antechambers are needed to reduce the effect of photoelectrons and
the SR power density on the pipe walls, by installing SR absorbers on one
Figure 4.12: Beta functions and dispersion functions along the cells of the FCC-ee
arc FODO lattice.
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Figure 4.13: Transverse profile of the FCC-ee vacuum chamber.
side and slots for vacuum pumping just in front of the absorbers, thus
efficiently capturing the SR and the molecule desorption. The secondary
emission model used in these simulations is described in [38] and in Sec-
tion 3.2.2. According to high order mode power loss computations [50],
bunch spacings of 10 ns and 17.5 ns are not acceptable for the present
cavity geometry and filling schemes with at least 100 RF buckets between
the first bunches of consecutive trains are preferred. Therefore, for these
studies 4 trains of 80 bunches interleaved with 25 empty buckets have been
assumed by considering different bunch spacings of 2.5 ns, 5 ns and 15 ns.
The nominal bunch intensity of 1.7 · 1011 e+/bunch has been used for all
simulations. The magnetic parameters of each element are shown in Table 2
while the bunch parameters used for simulations are listed in Table 1.
The EC build up in the arc dipoles has been simulated by scanning
the SEY for different bunch spacings and by assuming an initial uniform
electron distribution in the vacuum chamber of 109e−/m. Contrary to
the residual gas ionization and the photoemission due to SR that reflect
physical mechanisms of creation of primary electrons, this option is used
to model the fact that in multi-turn operation electrons do survive in the
Element Length (m) Magnetic field
Dipole 21.94/23.44 0.01415 T
Quadrupole 3.1 ± 5.65 T/m
Drift - -
Table 2: Arc magnet parameters used for build up simulations at 45.6 GeV.
60
4.3 simulation studies for the fcc-ee arc components
Figure 4.14: Heat load in the FCC-ee arc dipoles as a function of the SEY parameter.
machine even for long abort gaps. Therefore, when the beam arrives, the
chamber is already filled with a certain basic level of electron density. This
initial uniform electron distribution can affect only the initial transient of
the build up process, the dominant steady state density being determined
by beam parameters, chamber geometry and SEY. The initial transient has
been therefore disregarded in the following computation of the heat load.
Fig. 4.14 compares the EC induced heat load as a function of SEY for 2.5 ns,
5 ns and 15 ns bunch spacings. The heat load has been calculated as the
energy of electrons impacting the pipe walls over the simulated time range
rescaled to the total beam intensity.
Fig. 4.15 shows a typical EC build up inside a bending magnet: the total
number of electrons per unit length in the chamber of the FCC-ee arc
dipoles as a function of time has been evaluated for different SEY and
bunch spacings. As can be seen, the saturation level is larger for decreasing
bunch spacing and increasing SEY.
The multipacting threshold, defined as the highest SEY without EC multi-
pacting, can be localized at SEY ' 1.1 for both 2.5 ns and 5 ns beams and
at SEY ' 1.0 for the 15 ns beam. As mentioned before, the initial transient
visible only on the first simulated train has been excluded in the heat load
computation, because it depends on the initial value of the electron density.
Only trains where the electron distribution inside the chamber reaches a
dynamic steady state have been considered.
Figure 4.16 shows the energy spectrum of the electrons impacting the pipe
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(a) 2.5 ns beam.
(b) 5 ns beam.
(c) 15 ns beam.
Figure 4.15: Evolution of the total number of electrons in the beam chamber of the
FCC-ee arc dipoles as a function of time, for 2.5 ns (a), 5 ns (b) and 15 ns (c) bunch
spacings.
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Figure 4.16: Energy spectrum of the electrons impacting the wall in a FCC-ee arc
dipole magnet.
walls: the bump around 250 eV corresponds to the energy of electrons
involved in multipacting.
The distribution of electrons in the chamber is shown in Fig. 4.17, where
the different snapshots refer to different time steps during and after the
bunch passage. Unlike the LHC dipoles where electrons are trapped around
the field lines showing vertical stripes lateral to the beam and around the
beam location, FCC-ee dipoles are characterized by an electron distribution
spread out quite uniformly inside the vacuum chamber. This can be ex-
plained by the very small magnetic field B = 14 mT, responsible of a larger
cyclotron radius of the helicoidal trajectory of the electron around the field
lines [38]. These distributions are important to determine where the low
SEY coating is required: in the case of dipoles, the coating should cover the
full chamber.
As for the dipoles, the EC build up has been simulated in the arc
quadrupoles and field-free regions for different SEY and bunch spacings.
Figure 4.18 shows the EC induced heat load in the chamber of these com-
ponents as a function of SEY for 2.5 ns, 5 ns and 15 ns bunch spacings.
The highest multipacting thresholds correspond to the 2.5 ns beam and are
localized at SEY ' 1.2 in the quadrupoles and at SEY ' 1.8 in the drifts.
These values decrease to 1.0 and 1.3, respectively, for the 5 ns beam. For
the 15 ns beam a SEY ≤ 1.0 is needed to suppress the EC multipacting in
the quadrupoles while drifts requires a SEY ' 1.0.
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Figure 4.17: Different snapshots of the electron distribution in the FCC-ee arc
dipoles during the passage of two consecutive bunches, at saturation level. The
simulation is performed at low energy, with 15 ns bunch spacing, for SEY = 1.3.
Figure 4.19 shows the evolution of the total number of electrons per unit
length in the chamber of the FCC-ee arc quadrupoles and drifts as a function
64
4.3 simulation studies for the fcc-ee arc components
Figure 4.18: Heat load in the FCC-ee arc quadrupoles (left side) and drifts (right
side) as a function of the SEY parameter.
Figure 4.19: Evolution of the total number of electrons in the beam chamber of the
FCC-ee arc quadrupoles (top) and drifts (bottom) as a function of time, for 15 ns
bunch spacing.
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Element 2.5 ns 5 ns 15 ns
Dipole 1.1 1.1 1.0
Quadrupole 1.2 1.0 <1.0
Drift 1.8 1.3 1.0
Table 3: Threshold SEY for multipacting for all the arc components.
of time in the case of 15 ns bunch spacing, while Figs. 4.20, 4.21 show the
distribution of electrons in the chamber of these components: drifts require
a low SEY coating at top and bottom of the chamber while in quadrupoles
the multipacting is at 45◦ to the horizontal plane. Unlike the LHC case,
the electron distribution is not concentrated along the pole-to-pole lines.
Moreover, since there are very high electron densities in some regions of the
vacuum chamber, the resolution of the simulation code could not ensure a
correct evaluation of the electron density in the central region and further
investigation by means of instability simulations is needed.
Table 3 summarizes the multipacting threshold for each arc component and
beam: the highest thresholds of EC multipacting are given by the 2.5 ns
beam but above the threshold the heat load is reduced by a factor of 10
in the case of 15 ns beam. It is important to note that the multipacting
threshold is higher for shorter bunch spacing. This result should not be
surprising since there are two extreme cases where multipacting does not
occur:
• in the case of continuous beam (or very small bunch spacing) where
electrons remain trapped around the beam: when electrons are attracted
and accelerated by a bunch, the next bunch could be closer enough
to attract these electrons again before they reach the pipe walls, thus
reducing the secondary emission.
• in the case of very large bunch spacing: electrons with low energy
generated after the passage of a bunch are absorbed by the pipe walls
before the arrival of the next bunch.
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Figure 4.20: Different snapshots of the electron distribution in the FCC-ee arc
quadrupoles during the passage of two consecutive bunches, at saturation level.
The simulation is performed at low energy, with 15 ns bunch spacing, for SEY = 1.3.
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Figure 4.21: Different snapshots of the electron distribution in the FCC-ee arc drifts
during the passage of two consecutive bunches, at saturation level. The simulation
is performed at low energy, with 15 ns bunch spacing, for SEY = 1.3.
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4.4 photoemission due to synchrotron radiation
In the FCC-ee, due to the high SR, photoelectrons generated by photoemis-
sion are the main source of primary electrons.
At 45.6 GeV, the number of photons emitted per positron per unit length
given by Eq. 41 is equal to Nγ = 0.085 ph/e+m, a value three times higher
than LHC and twice FCC-hh at collision, and the critical photon energy (see
Eq. 42) is Ec ' 19 keV. As described in [38], the photoemission seeding is
modelled in PyECLOUD through photoelectron yield Y and photon reflec-
tivity R. These two parameters depend both on material and SR properties.
Dedicated measurements were performed between 1998 and 2004 at the
LHC to study the photoemission properties of the beam screens [51–54]
while in the case of FCC-ee with Ec ' 19 keV no experimental data exist.
For this reason, a photoelectron yield Y = 0.02 (similarly to the one consid-
ered for SuperKEKB studies [55]) and a reflectivity in the range R = [30%,
80%] have been assumed in build up simulations.
Results for arc dipoles, quadrupoles and drifts in case of 15 ns bunch
spacing are presented in Fig. 4.22, for different values of reflectivity and
photoelectrons, obtained by assuming that 50%, 75% and 95% of photons
are absorbed by the SR absorbers installed in the rectangular antechambers
of the beam pipe.
One can observe that for all the components the photoemission seeding
does not significantly change the results of the build up simulation obtained
by uniform seeding and presented in the previous section. In other words,
the heat load is not affected by photoelectrons: this means that after an ini-
tial transient the build up and maintenance of the EC is mainly determined
by the secondary emission, while the dependence on the photoemission
parameters is marginal.
4.5 simulation studies for the fcc-ee ir components
Build up simulations have also been performed for the final focusing
quadrupoles in the IR, whose magnetic parameters are summarised in
Table 4. For these components, the beam pipe is circular with 15 mm radius
for the QC1 quadrupole and 20 mm radius for the QC2 quadrupole.
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Figure 4.22: Heat load as a function of SEY for arc dipoles, quadrupoles and drifts
in case of no photoelectrons and different values of photoelectrons and reflectivity,
for a bunch spacing of 15 ns.
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Table 4: IR Magnet parameters used for build up simulations at 45.6 GeV.
Figure 4.23 [47] shows the beam optics around the IP used in simulations.
Also in this case, the EC build up has been simulated by scanning the SEY
for different bunch spacing and by assuming an initial uniform electron
distribution in the vacuum chamber of 109e−/m, with the same filling
pattern and bunch parameters assumed in the arcs.
Figure 4.24 shows the EC induced heat load in the chamber of the IR
quadrupoles as a function of SEY for 2.5 ns, 5 ns and 15 ns bunch spacings,
while the multipacting threshold for each component and beam has been
reported in Table 5. These results indicate that in the IR the highest
thresholds and lower heat load are given by the 15 ns beam. In particular, a
SEY ≤ 1.2 is needed to run the IR without multipacting.
Figure 4.23: Beta functions and dispersion functions around the IP.
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(a) 2.5 ns beam. (b) 5 ns beam.
(c) 15 ns beam.
Figure 4.24: Heat load in the FCC-ee IR quadrupoles as a function of the SEY
parameter for 2.5 ns (a), 5 ns (b) and 15 ns (c) bunch spacings.
Element 2.5 ns 5 ns 15 ns
QC1L1 1.0 1.1 1.3
QC1L2 1.0 1.0 1.4
QC1L3 1.2 1.3 1.5
QC2L1 1.0 1.0 1.2
QC2L2 1.0 1.0 1.2
Table 5: Threshold SEY for multipacting for all the IR components.
4.6 electron density threshold for transverse instabil-
ity
EC single bunch head tail instability has been analyzed and observed in
several machines [56, 57]. This instability is produced by the interaction
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Figure 4.25: Schematic of the EC induced single bunch instability.
of the bunch with the EC (see Fig. 4.25 [56]): if the head of the bunch is
slightly displaced from the beam axis when entering the EC, electrons will
be attracted towards the head centroid position and there will be an EC
formation in this region that will attract the following particles of the bunch.
After a few passes through the EC, this will result in a strong deflection of










is the positron line density with Np bunch population
and σz bunch length, re is the classical electron radius and σx,y are the
transverse beam dimensions.





where Qs is the synchrotron tune, C the machine circumference, K = ωeσz/c,
Q = min(7, ωeσzc ) and βy =
C
2piQy .
Considering the baseline beam parameters of Table 1, the corresponding
electron density threshold for the transverse instability at low energy is
about 2.29 · 1010/m3. Such a low threshold can create potential problems
for the collider operation and this issue requires further investigation by
means of numerical simulations. Therefore, it is important to minimise the
SEY in the entire ring by applying a low SEY coating, paying particular
attention to the resistive wall impedance seen by the beam.
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5
R E S I S T I V E WA L L WA K E F I E L D S A N D
I M P E D A N C E S
When the beam passes through the vacuum chamber, it induces image
currents on the pipe walls. If the beam pipe walls have a finite conduc-
tivity, these currents extend behind the position of the charges, creating
electromagnetic fields which can act on the trailing particles and perturb
their motion by increasing the amplitude of their oscillations. This kind of
instability due to the so called resistive wall (RW) wakefields can occurr
in both longitudinal [59] and transverse [60] directions. In a metal with






Figure 5.1 shows the skin depth of copper as a function of frequency. In
the FCC-ee, for a bunch length of 3.5 mm corresponding to the Z resonance
the frequency of interest does not exceed 100 GHz. At this frequency the
skin depth of copper is about 0.2 µm and it is higher for lower frequencies.
For a circular beam pipe with radius b and a single layer of conductivity σc
and infinite thickness, the exact expressions of the longitudinal monopolar
Figure 5.1: Skin depth as a function of frequency for copper.
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resistive wall wakefields and impedances
(m = 0) and transverse dipolar (m = 1) coupling impedances can be found
in [61]. In the following frequency range:
χc
b




with χ = 1/ (Z0σcb), c the speed of light and Z0 the vacuum impedance,






















where C is the machine circumference. For the lepton collider with a
35 mm radius beam pipe made of copper (σCu ' 5.9 · 107S/m), the fre-
quency range of validity of Eqs. 71 and 72 given by Eq. 70 is very wide
(1 Hz f  1 THz) and fully satisfied by a bunch length in the order of
mm, as that of FCC-ee. From these equations it is clear that the possibilities
to optimize the RW impedance are more limited, contrary to other machine
devices that can be optimized from the impedance point of view by using
for example new designs, smooth transitions and high order mode damp-
ing systems [62]. The only two parameters that can be changed are the
conductivity of the vacuum chamber and the beam pipe radius.
Regarding this last parameter, from Eqs. 71 and 72 one can observe that the
longitudinal impedance is inversely proportional to the beam pipe radius b
while the transverse impedance to the third power of b. This scaling can be
used to optimize the pipe geometry, by finding a good compromise between
RW impedance and magnet power requirements. In fact, by reducing the
pipe radius it is possible to reduce the power required for magnets, but
this would increase the coupling impedances, thus reducing the thresholds
of the instabilities. Based on these considerations, a radius b = 35 mm has
been chosen for the lepton collider.
Moreover, as discussed in the previous chapter, a low SEY coating with a
lower conductivity than copper is foreseen to mitigate the EC build up in
the machine. The presence of this layer will affect the RW impedance and
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its effects on beam dynamics, as will be illustrated in Sections 5.2 and 5.3
of this chapter.
5.1 the importance of the resistive wall impedance in
fcc-ee
The main difference of FCC-ee with respect to other colliders is the large
circumference of 97.75 km. Since the RW impedance is proportional to the
machine length, it is not surprising that in the lepton collider its contribution
to the total broad band impedance is larger compared to the other machine
components, becoming critical for the microwave instability, as will be
illustrated in Section 5.3.1.
This property in fact is not true for other machine devices like bellows,
RF cavities, etc. For example, the number of bellows in an accelerator is
not proportional to the machine length: the total number of bellows in
KEKB, whose circumference is 3 km, is about 1000 while FCC-ee needs
8000 bellows, despite a circumference about 30 times larger.
In order to highlight the importance of the RW impedance in FCC-ee with
respect to other colliders, and also as reference for the beam dynamics
studies presented in Section 5.3, the beam parameters summarized in
Table 1 have been used to evaluate the effects of the RW wakefields on
beam dynamics.
Consider first the longitudinal plane. It is strongly believed and supported
that the microwave instability mechanism relies on the coupling among
azimuthal and/or radial intrabunch modes [63]. In the case of azimuthal
modes, the coupling is strong and the frequencies of the modes have to
shift by an amount comparable to the synchrotron frequency ωs, while in
the case of radial mode coupling the frequency shifts are small and the
instability is weak. An important peculiarity of the lepton collider is the
very low momentum compaction (see Table 1), due to the low dispersion
and to the large machine circumference, that can affect the microwave
instability in combination with the energy spread and the short bunch
length. Accordingly to the Boussard criterion [64] that can be used as a
first rough approximation to obtain a scaling of the instability threshold
with the beam parameters, on the Z resonance the maximum allowed
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longitudinal broad-band impedance to avoid the instability, evaluated at










σ2dp ' 0.66 mΩ (73)
This value is quite demanding, also for a very large machine. Therefore,
in order to operate at nominal current below the microwave instability
regime, a careful design of the different devices is needed, with the aim of
minimising their coupling impedance and ensuring beam stability during
operation.
Also in the transverse plane the RW impedance is responsible of a quite
low single bunch instability threshold. As will be seen in Section 5.3.2, this
instability occurs when there is a coupling between azimuthal intrabunch
modes [27]. The analytic transverse mode coupling instability (TMCI)







where m is the mode number, τb =
4σz




is the average beta of the machine and Ze f f is the effective
transverse impedance computed as [67]




i.e., the transverse impedance Z⊥ averaged over the bunch power spectrum














5.1 the importance of the resistive wall impedance in fcc-ee
Figure 5.2: Yokoya form factors as a function of the major (a) and minor (b)
semi-axes.
is the chromatic angular frequency which depends on the revolution fre-
quency ω0, the chromaticity ξ and the slippage factor η, and
ωp = (p + ∆Q)ω0 + mωs (78)
where ∆Q is the fractional part of the betatron tune and ωs is the syn-
chrotron frequency. The maximum allowed effective transverse impedance
to avoid the instability can be obtained from Eq. 74 and in the FCC-ee on
the Z resonance it is about 425 kΩ/m. By considering a Gaussian bunch
of nominal length and the transverse impedance due to RW of Section 5.3
for a copper pipe with 35 mm radius and without coating, the effective
transverse impedance is about 155 kΩ/m, only a factor of 2.7 below the
threshold. This result here obtained by using approximate expressions will
be confirmed in Section 5.3.2 with more accurate simulations.
Before concluding this section, it is important to make a final remark about
the choice of the beam pipe shape. In the initial phase of the design of the
lepton collider, an elliptical vacuum chamber with semi-axes 60x35 mm
was considered for allowing the installation of SR absorbers on one side of
the beam pipe along the major semi-axis. Compared to a round pipe, an el-
liptical chamber gives a reduced dipolar impedance in the horizontal plane
but it produces an additional quadrupolar transverse impedance (which
is zero for a round pipe). Figure 5.2 shows the Yokoya form factors [68],
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representing the ratio between the impedance of an elliptic pipe and the
impedance of a circular pipe, as a function of q = a−ba+b , where a and b
represent the major and minor semi-axes of the ellipse, respectively. For the
elliptic chamber initially proposed for FCC-ee, these factors give a reduction
of the dipolar impedance of about 15% while there is an increase of the
quadrupolar impedance of about 36%. This quadrupolar wake component
is responsible for a large incoherent betatron tune shift [69]. As a rough
estimation of the possible effect of the elliptic chamber, the tune shift for a























where Qx,y is the transverse tune, R the radius of the machine, b and d the
half height and half width of the vacuum chamber, E0 the nominal energy
and L/C the ring fraction with the rectangular chamber (dipoles). This
equation predicted very well the tune shifts observed in the high current
lepton factory PEP-II [70]. By assuming dipole vacuum chambers with a
cross section of 2a× 2b = 120× 70 mm occupying a fraction L/C = 0.82
of the ring, the tune shift is about ±0.27I. This means that during the
beam injection and up to the nominal current of 1.39 A, the tune variation
is about 38%. In order to cope with such a big tune change, additional
feedback systems would be necessary to keep the tune constant as required
by the beam-beam interaction, dynamic aperture considerations and other
beam dynamics issues. These studies led to the choice of a circular pipe
that allows overcoming this issue. Actually the beam pipe of FCC-ee
is not totally round: as already illustrated in Chapter 4, two rectangular
antechambers have been designed on both sides of the pipe for SR absorbers
installation and pumping purposes.
5.2 resistive wall impedance with coating
In the proposed lepton collider, a coating of the copper surface is required
to reduce the SEY of the beam pipe walls for EC mitigation. The presence
of this film makes the surface resistance of the beam pipe higher than pure
copper and the RW effect is more pronounced. Moreover, the uncertainty on
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the coating conductivity varying with frequency may give inaccurate results
of instability thresholds. This section will show that in the case of FCC-ee
the dominant effect on beam dynamics mainly comes from the thickness of
the coating while its conductivity only plays a marginal role. Therefore, the
best way to decrease the RW contribution is to reduce the coating thickness.
In order to evaluate the impedance of a two-layer beam pipe, let us consider
a good conductor with σc  ωε, where ε is the material dielectric constant.
By assuming that for FCC-ee the frequency of interest for the coupling
impedance does not exceed 100 GHz, the conductivity of the materials
should be much bigger than 10 S/m, condition verified for copper and in
general for all the materials typically used in accelerators. Moreover, in the
particular case of FCC-ee on the Z resonance, if ωb/(γβc) ' 8× 10−4  1,
the longitudinal and transverse impedances of a two-layer circular beam








































where δ1 and ∆ are the skin depth and the thickness of the coating, respec-
tively, and for a good conductor α ' δ1/δ2, with δ2 the skin depth of the
substrate, which is supposed to be of infinite thickness.
If the skin depth of the coating material is much bigger than its thickness,




















5.2 resistive wall impedance with coating
Figure 5.3: Ratio between the analytic impedances given by Eqs. 82 and 83 and the
corresponding impedances obtained from ImpedanceWake2D, in the longitudinal
(left side) and transverse (right side) planes. The red and blue curves represent the



















where σ1 and σ2 are the conductivities of coating and substrate, respectively.
These two equations have been obtained by ignoring in the last passage the
second order terms in the ratio ∆/δ1.
In order to demonstrate that all the assumptions made to derive these two
equations are valid in the case of FCC-ee, Fig. 5.3 shows the ratio in the
longitudinal and transverse case between the simplified expressions given
by Eqs. 82 and 83 and the exact solutions obtained from the Impedance-
Wake2D code [73, 74] for a copper pipe of 35 mm radius coated with a
layer of 100 nm thickness and conductivity 106 S/m (corresponding to the
NEG films used for beam dynamics studies presented in Section 5.3). By
considering these parameters and the highest frequency of 100 GHz (cor-
responding to the smallest skin depth), the ratio ∆/δ1 is about 0.06. From
these plots, it is evident that in the worst case at 100 GHz the difference
between impedances is only 5% for the real part, while the imaginary part
is essentially the same. These results show that the two expressions (82) and
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(83) represent a very good approximation of the impedances of a two-layer
beam pipe when the coating thickness is much lower than its skin depth.
Regarding Eqs. 82 and 83, one further important remark needs to be made.
The first term in the curly brackets on the right side of these equations
represents the impedance of a single layer beam pipe given by Eqs. 71
and 72. Therefore, the longitudinal and transverse impedances of a two-
layer beam pipe can be read as the sum of two terms, one representing
the impedance of a single layer pipe and a second term representing an
inductive perturbation proportional to the thickness of the coating. The
same conclusion has also been obtained in [75].
Moreover, if the conductivity of the coating is much smaller than the con-
ductivity of the substrate, i.e. if σ1/σ2  1, the ratio σ1/σ2 in the second
term can be neglected and the perturbation becomes independent on the
coating conductivity. This condition is verified in general for all the coat-
ings typically used in accelerators for EC suppression and in particular for
FCC-ee, also taking into account the variation of the NEG resistivity with
frequency [76].
This important result shows that if the coating can be reduced to a very low
value such that up to the maximum frequency of interest the skin depth
remains much higher than its thickness, then the material conductivity
can be ignored and the effects of the impedances on beam dynamics are
mainly affected by the perturbation of the imaginary part of the impedance
proportional to the thickness. The real part of the impedance is not affected
by the coating and the beam losses remain the same as in the case without
coating.
Figure 5.4 shows the ratio between the impedance of a two-layer beam
pipe with a coating of 100 nm thickness and conductivity 106 S/m and the
impedance of a two-layer beam pipe with a coating of 100 nm thickness
and conductivity 104 S/m, which is two order of magnitudes lower. The
longitudinal and transverse impedances are shown on the left and right side
of Figure 5.4 , respectively. These results have been obtained with the exact
solutions of the ImpedanceWake2D code. These plots show that in this large
conductivity range, as long as the thickness of the coating remains much
smaller that the skin depth, the impedance does not change significantly,
with a small difference of about 2% up to a frequency of 100 GHz. The
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Figure 5.4: Ratio between the impedances of a two-layer beam pipe with a coat-
ing of 100 nm thickness and conductivities 106 S/m and 104 S/m, as given by
ImpedanceWake2D, in the longitudinal (left side) and transverse (right side) planes.
The red and blue curves represent the real part and the imaginary part of the
impedance, respectively.
perturbation of the imaginary part of the impedance increases linearly with
thickness up to values comparable with the skin depth, while for larger
values Eqs. 82 and 83 become more complicated.
From all the results presented in this section, it follows that for the beam
parameters considered for the lepton collider at low energy the contribution
of the RW impedance can be reduced by decreasing the thickness of the
coating. For this reason, the effects of NEG films with thicknesses below
250 nm on the single bunch beam dynamics have been studied by means of
numerical simulations and will be presented in the following.
5.3 single bunch dynamics
In Section 5.1, the impact of the RW impedance on beam dynamics has been
evaluated analytically by using approximated expressions. This section
presents more rigorous numerical studies on the effect on single bunch
beam dynamics of reducing the thickness of coating.
Macro-particle beam dynamics has been simulated by using the tracking
code PyHEADTAIL [77,78] developed at CERN to study a wide range of col-
lective effects in synchrotrons. Systematic studies have been performed as
comparisons with theoretical predictions and other simulation codes which
take into account collective effects (SBSC [79], MuSiC [80] and BLonD [81],
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Figure 5.5: Model of the vacuum chamber used for simulations.
all of them benchmarked against theoretical and experimental data [82–84]).
The excellent agreement found in all these comparisons increased the con-
fidence in PyHEADTAIL results. PyHEADTAIL benchmark concerning
TMCI threshold can be found in [76,85].
For these studies, the vacuum chamber is assumed to be circular with 35
mm radius and three layers: a first inner layer of copper with 2 mm thick-
ness, then 6 mm of dielectric to account for the gap between the beam pipe
and the magnet chamber and finally the magnet chamber modelled as an
outer layer of iron with resistivity ρ = 10−7Ωm and infinite thickness. As
already discussed in Chapter 4, a coating of the copper surface is foreseen
to reduce the SEY of the chamber walls for the mitigation of the EC build
up in the machine. On the basis of the positive experience of the LHC
warm sections [86,87], it was decided to use TiZrV NEG films to provide a
surface with low photon-stimulated desorption (PSD) and SEY [88].
In order to study the impact of the thickness of the coating on single
bunch instability thresholds, four different thicknesses have been taken
into account: 1 µm (which is the standard thickness used for accelerator
purposes), 200 nm, 100 nm and 50 nm, with the beam parameters listed
in Table 1. For these studies, the conductivity of NEG is assumed to be
σNEG = 106 S/m [89].
The chamber model used for simulations is shown in Fig. 5.5. Figure 5.6
shows the real and imaginary part of the transverse and longitudinal RW
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impedances obtained by the ImpedanceWake2D code as a function of the
frequency in the case of no coating and in the case of NEG coating with all
the thicknesses under study. For the transverse impedance, the logarithmic
scales have been used to highlight the behaviour at low frequency, which
is important for the study of the transverse coupled bunch instabilities, as
will be seen in Section 5.4.
It is important to observe that for all beam dynamics computations re-
ported in this section the wakefield of this multilayer beam pipe obtained
from ImpedanceWake2D has been used as input of tracking simulations.
However, considering that in the frequency range of interest of the lepton
collider the electromagnetic fields do not penetrate beyond the copper layer,
all the considerations derived for the simplified analytic model of a two
layer beam pipe presented in the previous section are valid also in the
multilayer case.
Figure 5.6: Real and imaginary part of transverse (top) and longitudinal (bottom)
RW impedances as a function of the frequency for a copper pipe with 35 mm
radius in the case of no coating and with NEG coating at different thicknesses.
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5.3.1 Longitudinal dynamics
As most of the macroparticle tracking codes, PyHEADTAIL computes the
wake potential as given by Eq. 16. This integral represents the energy
gained or lost by a charge due to the entire bunch and has to be evaluated
at each turn for each macroparticle. In order to have reliable results, a
simulation usually tracks 106 macroparticles, which translates into more
than 1011 operations at each turn for the computation of the wake potential.
For numerical efficiency and in order to reduce the number of operations,
the bunch is longitudinally divided into slices, each one containing a certain
number of macroparticles. The wake potential within each slice created
by all the previous slices is then computed and interpolated for all the
macroparticles of the bunch.
However, the input wake function can cause some problems to simulations
based on this approach, since if it varies in very short distances then
a very large number of slices would be necessary, thus increasing the
computational time [90]. One possible solution is to use as Green function
for the code the wake potential of a very short bunch, i.e. the wake potential
of a bunch with a bunch lenght σz ' 110σz,nominal corresponding to a relative
error of about 0.5% in the computation [91].
Figure 5.7 shows the analytic wake potentials for a Gaussian bunch with
nominal RMS bunch length σz,nominal = 3.5 mm compared to the wake
potentials obtained from PyHEADTAIL as solutions of the convolution
integral of Eq. 16, in the case of no coating and different thicknesses of NEG
coating. These results show that the wake potential of a very short bunch
can be treated as the wake potential generated from of a point charge, for
all the cases under study.
Microwave threshold, bunch lengthening and potential well distortion
One important effect of the longitudinal RW wakefield on the single bunch
dynamics is the microwave instability.
The energy spread remains constant below the instability threshold, above
which it starts to increase with the bunch intensity. In these studies the
instability threshold has been defined as the value of the bunch population
corresponding to an increase of the energy spread of about 10% compared
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Figure 5.7: Comparison of the analytic longitudinal wake potentials of a 3.5 mm
Gaussian bunch with the wake potentials obtained from PyHEADTAIL as convo-
lution between the longitudinal bunch distribution and the wake potential of a
0.35 mm Gaussian bunch in the case of no coating, with a copper pipe of 35 mm
radius, and with NEG coating at different thicknesses.
to its nominal value. Figure 5.8 shows the energy spread increase due to the
RW longitudinal wakefield obtained from simulations as a function of the
bunch population for all the investigated thicknesses. These results show
that a standard coating of 1000 nm thickness makes the bunch unstable in
Figure 5.8: RMS energy spread as a function of the bunch population given by
numerical simulations considering only the RW impedance in the case of no
coating, with a copper pipe of 35 mm radius, and with NEG films at different
thicknesses. The dashed black line correspond to the nominal bunch population.
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the longitudinal plane, while thinner films allow to significantly increase
the microwave instability threshold. For example, in the case of 100 nm
thickness the instability threshold is increased by a factor 7 with respect to
1000 nm thickness and it is about 2 times higher than the nominal bunch
intensity.
Numerical simulations have also been performed by taking into account
the variation of NEG conductivity with frequency [76]. Figure 5.9 shows
the microwave instability threshold as a function of the conductivity of the
coating layer for all the considered thicknesses. This plot confirms what
already stated in the previous section: for thin films with conductivities
much smaller than the conductivity of the substrate, the threshold of the
instability depends mainly on the thickness of the coating while it is not
affected by its conductivity.
Another important effect is the increase of the bunch length with the bunch
intensity, as shown in Fig. 5.10. For example, for the thinnest film of 50 nm,
the bunch length at nominal current is about 5.7 mm, i.e. the bunch length
is about 40% larger than its nominal value. This increase is only due to
the RW impedance, while the studies presented in Chapter 7 will take into
account all the machine components.
The longitudinal RW impedance is also responsible for the distortion of the
Figure 5.9: Microwave instability threshold as a function of the coating conductivity
for all the thicknesses under study. The black dashed line corresponds to the
nominal bunch intensity.
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Figure 5.10: RMS bunch length as a function of the bunch population given by
numerical simulations considering only the RW impedance in the case of no
coating, with a copper pipe of 35 mm radius, and with NEG films at different
thicknesses. The dashed black line correspond to the nominal bunch population.
bunch shape. The shape of a bunch is Gaussian at low intensities while
there is a distortion as the bunch intensity increases. For intensities below
the microwave instability threshold, the bunch length and the distortion
from a Gaussian distribution can be predicted with the Haissinski integral























where λ0 is a constant determined by normalization, η is the slippage factor,
σε0 is the RMS energy spread, VRF is the RF peak voltage, U0 is the energy
lost per turn due to SR, and Np the bunch population.
Figure 5.11 shows the bunch shape at nominal bunch intensity of 1.7× 1011
with the corresponding bunch length in the case of no coating and with
different thicknesses of NEG coating for FCC-ee at 45.6 GeV. In the case
of the RW impedance, the Haissinski equation predicts an increase of the
bunch length with the bunch intensity which is in good agreement with
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Figure 5.11: Longitudinal bunch distribution obtained from Haissinski equation at
nominal intensity in the case of no coating, with a copper pipe of 35 mm radius,
and with NEG films at different thicknesses. The dashed black line represents the
Gaussian equilibrium shape.
the one predicted by numerical simulations and shown in Fig. 5.10, except
for the 1000 nm thickness case that is indeed longitudinally unstable.
Loss factor
Figure 5.12 shows the loss factor as a function of the bunch length obtained
by using Eq. (22) with ∆φ given by numerical simulations data, in the case
of 100 nm thick films with different conductivities. This plot shows that for
such a small thickness of the coating the loss factor does not depend on the
coating conductivity, thus confirming the results of the previous section.






with Nb the number of bunches per beam and T0 the revolution period.
From Fig. 5.12, the loss factor at nominal intensity is about 100 V/pC. This
value, only due to the RW impedance, corresponds to a total power lost
per beam of about 3.7 MW at Z resonance, representing about 7% of the SR
power of 50 MW dissipated by the beam.
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Figure 5.12: Loss factor as a function of the bunch length obtained from numerical
simulations in the case of 100 nm thick films with different conductivities.
Incoherent synchrotron frequency shift and spread
Since the wake potential oscillates rigidly with the bunch, the dipole (rigid)
coherent synchrotron frequency is not affected by the wakefield, contrary
to all the other higher coherent modes (quadrupolar, sextupolar etc.) which
do not represent rigid bunch motions. Also the internal motion of the
particles in the bunch is affected by the longitudinal wakefield, resulting in
a reduction of the synchrotron tune and a large incoherent synchronous tune
spread. Both these effects influence the beam-beam performance, shifting
the collider working point and affecting the coherent and incoherent beam-
beam resonances. In order to evaluate the effect of the wakefield on the
incoherent tune spread, the synchrotron frequency of the macroparticles
at the nominal bunch intensity has been obtained with PyHEADTAIL, by
considering a coating of 100 nm thickness. Figure 5.13 shows an histogram
of the frequency distribution with and without wakefield, indicating a quite
high incoherent tune shift of about a factor 2 compared to the unperturbed
synchrotron tune Qs = 0.0248. Figure 5.13 also shows a large incoherent
spread, comparable with the synchrotron tune value. This result deserves
further investigations in order to study how the incoherent synchrotron
tune spread affects the X-Z coherent beam-beam instability appearing in
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Figure 5.13: Incoherent synchrotron tune distribution at nominal intensity, pro-
duced by the RW impedance with a coating of 100 nm thickness. The results are
obtained with PyHEADTAIL by using the machine parameters of Table 1 at Z
resonance.
collisions with a large angle and coupling the horizontal and longitudinal
motion [93].
5.3.2 Transverse dynamics
Another important effect of the transverse short range RW wakefield is the
shift of the coherent betatron frequencies of the intrabunch modes when
increasing the bunch intensity. The TMCI occurs when the frequencies of
two neighboring modes are merging. Unlike the microwave instability in
the longitudinal plane, above the transverse instability threshold the bunch
is lost and this makes the TMCI very dangerous for the beam.
As already discussed in Section 5.1, an important RW effect is expected also
in the transverse plane. For these studies, the TMCI threshold has been
evaluated with the analytic Vlasov solver DELPHI [94], which uses a de-
composition over orthogonal Laguerre polynomials for the radial modes, by
considering the transverse impedance of NEG coatings at different thickness
shown in Fig. 5.6. These studies take into account the bunch lengthening
due to the longitudinal RW wakefields given by PyHEADTAIL at different
intensities (see Fig. 5.10), by assuming a Gaussian distribution.
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Figure 5.14 shows the real part of the tune shift of the first two radial
modes, with azimuthal number going from -2 to 2, as a function of the
bunch population, in the case of NEG coating with 100 nm and 1000 nm
thicknesses. For both films, the TMCI threshold is a factor of about 2.6
higher than the nominal bunch intensity, as predicted analytically in Sec-
tion 5.1. It is important to note that also in the transverse case the coating
Figure 5.14: Real part of the tune shift of the first coherent oscillation modes
as a function of the bunch population for 100 nm (top) and 1000 nm (bottom)
thicknesses of NEG coating. The curves are obtained with DELPHI code by using
the machine parameters of Table 1 at Z resonance and the bunch length given
by PyHEADTAIL at different intensities. The dashed lines represent the nominal
bunch population.
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thickness affects the threshold of the instability, according to the results
of Section 5.2, but to a lesser extent than it does in the longitudinal plane.
The longitudinal impedance produces longer bunches at higher intensities
which increase the TMCI threshold.
Another important effect related to TMCI is due to the collision with the
other beam: two counterrotating beams can produce coherent dipole oscil-
lation modes modifying the stability conditions. In this situation, coherent
beam-beam effects and impedance are not independent and their interplay
should be taken into account [95]. This subject, as well as the mitigation
effect due to BS also based on colliding beams, is an important topic which
deserves future investigations.
5.4 multi bunch dynamics
5.4.1 Transverse dynamics
For the multibunch case, the most critical situation is related to the trans-
verse coupled bunch instability due to the long range RW wakefield. In
this case, the motion of the entire beam (and not of a single bunch) can be
considered as the sum of coherent coupled bunch modes. The growth rate
of the lowest azimuthal mode m = 0 for a Gaussian bunch is given by [96]












where I is the total beam current, E0 the machine energy, Qβ the betatron
tune, στ the RMS bunch length in time, G⊥ a form factor due to the bunch
shape assumed to be equal to 1 and
ωq = ω0
(
qNb + µ+ Qβ
)




with Nb the number of bunches, ξ the chromaticity, ω0 the revolution
frequency and µ an integer number from 0 to Nb− 1 representing a coupled
bunch mode. The instability occurs when αµ is positive, i.e. when the real
part of the transverse RW impedance given by Eq. 72 is evaluated at negative
frequencies. Positive frequencies give rise instead to damped oscillations.
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Figure 5.15: Vertical coupled bunch spectrum obtained by using the machine
parameters of Table 1 at Z resonance and real part of the resistive wall impedance
for a copper beam pipe of 35 mm without coating, as a function of frequency
around f = 0.
Moreover, the transverse impedance is inversely proportional to the square
root of the frequency. Therefore, the most dangerous coupled bunch mode
is the one with coherent frequency ωq closest to zero and negative. By
considering for example the beam parameters at Z resonance and q = -1
and by defining as Q0 and νβ the integer part and the fractional part of the
betatron tune, respectively, i.e. Qβ = Q0 + νβ, the most dangerous coupled
bunch mode can be obtained from Eq. 88 as µ = Nb −Q0 − 1 = 16370 and
its lowest negative frequency is equal to ωq = −ω0(1− νβ). By considering
in Eq. 87 a single betatron frequency line instead of the sum over q, for the
vertical plane with a fractional part of the tune of νy = 0.22 the growth rate
of the most dangerous mode is about 435 s−1, corresponding to a rise time
of 2.3 ms, i.e. 7 machine turns. This value has been obtained by using a
NEG coating of 100 nm thickness but the results for the other thicknesses
do not change significantly, since the real part of the transverse impedance
at low frequencies is not affected by the thickness and the conductivity
of the material. It is also important to note that the transverse radiation
damping time is about 0.83 s, corresponding to 2550 turns, i. e. it is much
longer than required for instability suppression.
Figure 5.15 shows the beam spectrum of three coupled bunch modes and
the real part of the transverse impedance of a 35 mm copper pipe without
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Figure 5.16: Growth rate of the coupled bunch modes with azimuthal mode
number m = 0.
coating close to zero frequency, while Fig. 5.16 shows the growth rate as
a function of the coupled bunch mode number, highlighting the presence
of several unstable modes that need to be damped. The rise times of these
modes are in the range of few milliseconds, which are usually cured by
transverse bunch by bunch feedback systems in other lepton factories [97].
However, in the case of FCC-ee these rise times correspond to few turns due
to the large circumference of the machine and a new challenging feedback
system is required. Some schemes to cope with this fast instability have
been proposed in [98].
5.4.2 Longitudinal dynamics
Similarly to the transverse case, by neglecting the coupling between different
azimuthal modes and by considering only the lowest longitudinal azimuthal
mode m = 1, the real part of the longitudinal impedance can produce














where Qs is the synchrotron tune and ωq = ω0 (qNb + µ+ Qs). In the
longitudinal case, the real part of the impedance is always positive and
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stability occurs for negative frequencies. The worst and most unstable case
occurs when the resonance frequency ωr of the high order mode (HOM)
is equal to ωq > 0. By considering in Eq. 89 the coupling with a single
synchrotron frequency line of the coupled bunch modes and not the sum of
the impedance over the frequency, the growth rate of the most dangerous





where Rs is the HOM shunt impedance. This growth rate must be compared
with the natural damping rate due to SR which is about 1270 turns on the
Z resonance.
Figure 5.17 shows the maximum HOM shunt impedance as a function of
the resonance frequency, such that the corresponding growth rate is exactly
balanced by the radiation damping. Also in the longitudinal case, the
development of a feedback system is required for safe operation.
Figure 5.17: Maximum shunt impedance of a HOM as a function of its resonance




A C T I VAT I O N O F N E G T H I N F I L M S
A N D S E Y M E A S U R E M E N T S
As discussed in Chapter 4, one possible strategy to mitigate the EC build
up in the future lepton collider is to lower the SEY of the beam pipe walls
by applying a coating of non-evaporable getters (NEG), an alloy of the three
metals Ti, Zr and V. Compared to other materials like Titanium Nitride
(TiN) and amorphous Carbon (aC), these getters are characterized by low
photon-stimulated desorption (PSD) and SEY.
However, studies on single bunch beam dynamics presented in Section 5.3
pointed out that the standard NEG thickness of 1 µm increases signifi-
cantly the RW impedance seen by the beam, making it responsible for quite
low single bunch instability thresholds, in both transverse and longitudi-
nal planes. It has also been demonstrated that for the beam parameters
considered for the lepton collider at low energy the contribution of the
RW impedance can be reduced by decreasing the thickness of the coating.
Chapter 5 was focused on impedance requirements: the effects of NEG
thin films on single bunch beam dynamics have been studied by means
of numerical simulations, indicating that thicknesses below 250 nm allow
increasing significantly the instability thresholds. However, reducing the
thickness of NEG coatings can affect the performance of the material itself
and therefore the maximum SEY and related EC mitigation.
For this reason, an extensive measurement campaign was performed at
CERN to characterize TiZrV films with thicknesses below 250 nm, with the
purpose of finding the minimum effective thickness satisfying vacuum and
EC requirements.
This chapter is focused on the experimental characterization of NEG thin
films. Sections 6.1 and 6.2 describe the properties of the material and the
coating process while Section 6.3 presents the characterization of samples
in terms of activation performance, investigated by surface analysis, and
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Figure 6.1: NEG activation: the dissolution process of the oxide into the bulk is
obtained by heating in vacuum.
SEY measurements. Finally, Section 6.4 investigates the impact of SEY
measurements on EC build up simulations.
6.1 non-evaporable getters
Getters are materials that can absorb gas molecules thus ensuring the pump-
ing of a vacuum system. In order to perform this task, their surface must be
clean. In general, when a surface is exposed to air, it reacts chemically with
oxygen and an oxide layer grows on it. When the clean surface is obtained
by diffusion of the oxide layer into the bulk by heating the material in
vacuum (activation process), one refers to non-evaporable getters [99] (see
Fig. 6.1). Usually NEG thin films are deposited on alluminum or copper
vacuum chambers (as in the case of FCC-ee), transforming the pipe walls
from a gas source into an effective pump. In addition to their pumping
properties, NEG films are able to reduce the gas desorption and SEY of the
surface, thus representing an excellent solution to vacuum issues and EC
mitigation.
6.2 sample preparation
In order to evaluate the activation performance and SEY, NEG thin films at
target thicknesses of 1000 nm, 200 nm, 100 nm and 50 nm were deposited
on 12 chemically polished copper samples with dimensions 20x20x2 mm by
DC magnetron sputtering [100] in the cylindrical coating system shown in
Fig. 6.2. The working principle of the sputtering system is shown in Fig. 6.3.
A noble gas (in this case Krypton at a pressure of about 2.1 · 10−2 mbar)
is introduced into the system through a valve. A negative potential is
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Figure 6.2: Magnetron sputtering system.
applied to the cathode or target (in this case consisting of intertwisted
3 mm diameter wires of Ti, Zr and V) so that free electrons will accelerate
away, approach the neutral Kr atoms and produce positively charged ions
by driving off their outer shell electrons. These ions will be accelerated
Figure 6.3: Magnetron sputtering working principle.
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into the cathode, striking its surface and extracting more free electrons and
atoms from the different wires. A fraction of free electrons would tend
now to move away from the negative charged wire but the 200 G magnetic
field generated by the solenoid mantains these electrons around the target
and ”feeds” the plasma, by ionizing other gas atoms. Another fraction of
free electrons recombines with ions and the resulting neutral gas atoms
gain an energy that has to be release in the form of photons for the energy
conservation law. This explaines the brightness of the plasma (see Fig. 6.4).
The atoms extracted from the target will be recombined on the samples,
giving rise to Ti-Zr-V composition.
In this coating process the stainless steel vacuum chamber was 95 mm in
diameter and 1.5 m long, positioned in the centre of the solenoid. Samples
were mounted at 46 mm from the cathode and a movable mask allowed
deposition of coatings at different thickness in the same run.
Film composition was measured to be 28 atomic % (at.%) Ti, 29 at.% Zr and
43 at.% V by energy dispersive X-ray spectroscopy (EDS).
The thickness was measured on cross sections of the samples and deter-
mined by Scanning Electron Microscopy (SEM) [101]. The working principle
of this kind of imaging is shown in Fig. 6.5. An electron beam is scanned




Figure 6.5: SEM analysis system (left side) and edge effect (right side).
across the surface of the sample and secondary electrons are emitted from
each point of the surface, providing information about its morphology and
topography. In fact, the brightness of each pixel in the output image is
proportional to the emitted current, in accordance with the so called edge
effect: the secondary electron emission from the surface of the samples
depends on the incidence angle on the sample surface (defined w.r.t. the
normal to the surface) [38] which means the higher the angle, the higher the
emission. SEM images are shown in Fig. 6.6, resulting in film thicknesses of
1100 nm, 203 nm, 87 nm and 30 nm, obtained as average values from five
measurements.
Figure 6.7 shows the surface morphology of each sample: as seen by SEM,
the films cover the entire surface with a homogeneus thickness, while
thicker films show an increasing roughness, the latter playing an important
role on surface adsorption capacity and impedance.
After deposition, all samples were vented to air and wrapped in Al foil
before being introduced into the vacuum system for characterization. In
the following these samples will be referred as ”as received” samples.
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(a) 30 nm. (b) 87 nm.
(c) 203 nm. (d) 1100 nm.
Figure 6.6: SEM images of NEG thin films on copper substrate.
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(a) 30 nm. (b) 87 nm.
(c) 203 nm. (d) 1100 nm.





The activation performance was measured by X-ray Photoelectron Spec-
troscopy (XPS) [102] by following changes to surface composition during
a thermal treatment. A XPS system is illustrated schematically in Fig. 6.8.
X-rays at fixed energy hν are irradiated on the surface of the sample and
ionize its atoms by extracting electrons. For the conservation of energy, the
kinetic energy of these ejected electrons is given by
Ek = hν− EB − EWF (91)
where EB is the characteristic binding energy of the electron, defined as the
difference in energy between the ionized and neutral atoms, and EWF is
the work function of the surface. An electron energy analyzer measures
the kinetic energy distribution of the emitted electrons, i.e. the number of
emitted electrons as a function of their kinetic energy, allowing to record a
photoelectron spectrum in which all the surface elements can be identified
from their characteristic photoelectron peaks. For these studies, all spectra
were acquired by using a monochromatic MgKα source (1253.6 eV) with
350 W power at 45◦ emission angle. Multiplex spectra were collected by
Figure 6.8: Schematic view of a XPS system, consisting of a X-ray source, an
electron energy analyzer and a ultra high vacuum environment.
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Figure 6.9: Activation performance: reduction of the area of the oxygen peak from
the XPS spectrum after the fourth activation cycle.
a PHI-ESCA 5400 analyzer operating in small area mode with 35 eV pass
energy. The XPS spectra have been taken at four different steps for a total
activation time of 4 hours:
• as received sample, at room temperature
• after 1 hour heating at 160◦C
• after 1 hour heating at 200◦C
• after 1 hour heating at 250◦C
This procedure of 4 steps will be referred to as a cycle in the following. This
thermal activation was performed for 4 cycles, with air exposure between
two consecutive cycles. The activation performance was evaluated by the
reduction of the area of the oxygen peak O1s during a cycle of 4 hours.
Figure 6.9 shows the O1s peak area as a function of the activation time
and temperature after the fourth activation cycle: a higher reduction of
the oxygen corresponds to a better activation and the plot shows that the
oxygen surface concentration is increasing for thinner layers. In particular,
for the 1100 nm film the oxygen decrease after activation is about 60% while
for the 30 nm film the oxygen reduction is only 20%. Figure 6.10 shows
the activation effects in the C1s peak area evolution with the temperature
for all the thicknesses under study while Table 6 compares the metallic
surface composition of NEG thin films determined in the as received state
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Figure 6.10: C1s peak area as a function of the activation temperature after the
fourth activation cycle.
at the first and fourth activation cycles. Only metals are considered for
the computation of the relative concentrations, calculated by normalizing
the total concentration of the metals to 100%. These results show that
after three activations Ti and Zr enrich while V content decreases. XPS
analysis also allowed observations of the oxidation state of the metals. The
collected signals from Ti, Zr and V on the uppermost surface of the films for
activated states after the fourth activation cycle are shown in Fig. 6.11. The
as-received 1100 nm film has been taken as reference to visualize the shift
of Zr3d, Ti2p and V2p peaks occurring during the NEG activation process.
The analysis of these photopeaks reveals the presence of mainly metallic
components on Ti and V while the Zr signal, which is the most sensitive in
terms of activation due to its higher binding energy with oxygen, shows still
a strong oxide component for the 87 nm and 30 nm films after activation.
Ti Zr V
Act. I Act. IV Act. I Act. IV Act. I Act. IV
30 nm 23.7 26.8 44.8 57.7 31.4 15.5
87 nm 24.7 27.5 42 49 33.3 23.5
203 nm 23.5 26.5 43 50.8 33.5 22.7
1100 nm 23.6 27.3 38.4 44.3 38 28.3
Table 6: Metallic surface composition in at.% determined in the as received state
at the first and fourth activation cycles.
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Figure 6.11: Ti2p (top), Zr3d (centre) and V2p (bottom) photopeaks obtained by




Figure 6.12: Profile of C, O, Ti, V, Zr and Cu as a function of depth for all the
samples.
6.3.2 Depth profile
Figure 6.12 shows the depth profile, i.e. a XPS profiling of C, O, Ti, Zr,
V and Cu from the surface of the layer to the Cu substrate, after the
fourth activation cycle for each sample, in order to determine the elemental
composition as a function of depth. The XPS profile was obtained by
successive data acquisition and etching steps, performed using Ar+ ions
at 2 kV with an etching rate calibrated from a standard SiO2 layer. This
analysis shows that the oxygen content (green curve) is decreasing rapidly
in all films but while in the 1100 nm sample it decreases below 5% in less
than 100 nm, in the thinner samples it is detected in the whole layer, with
the highest percentage close to 25% for the 30 nm film. As illustrated in
the next section, the presence of oxygen in the layer affects the activation
performance and as a consequence the SEY. The migration of oxygen from
the surface oxide to the bulk of the material is a diffusion process driven
by concentration gradient, temperature and time and depending on the
material structure (defining the availability of diffusion pathways). The
diffusion of oxygen from high to low concentration zones will be faster in
the case of a steep gradient, which is not the case of the 30 nm film, with
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an oxygen concentration going from 50% at the surface to 30% inside the
layer. This represents a big loss in gradient and the major limiting factor,
considering that the material structure is not changing at this activation
temperature [103].
6.3.3 SEY measurements
Build up simulations presented in Chapter 4 predict a maximum SEY of
1.2 for the surfaces of the FCC-ee vacuum system, in order to run the
IR without EC multipacting and to have the lowest heat load in the arcs.
From the literature [104], the maximum SEY of the clean metals Ti and Zr
are 0.9 and 1.1, respectively, but these values increase when surfaces are
exposed to air and covered with contaminating species. This section will
present SEY measurements for all the samples under study, showing the
dependence of SEY on the coating thickness and the activation time. SEY
measurements were performed by using the apparatus shown in Fig. 6.13,
consisting of an electron gun to produce primary electrons, a collector for
emitted electrons and a holder with the samples under study. Primary
electrons are accelerated in the electron gun to energies up to 1800 eV. All
Figure 6.13: Experimental setup for SEY measurements.
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the SEY measurements reported in this section have been carried out with
a low primary electron current of about 5 nA and an angle of incidence
normal to the surface of the sample. The beam was moved away from
the surface in between each measured point in order to avoid irradiation
dose during the adjustment to the new primary energy. The electron dose
received by the sample during one full SEY curve is below 10−6 C/mm2 to
avoid any conditioning effect. A positive voltage (+45 V) is applied to the
collector in order to capture all secondary electrons emitted by the sample
and a negative bias (-18 V) is applied to the sample. The sample current
Isample and the secondary electron current Icoll are measured simultaneously






All samples were analyzed after XPS heating and were exposed to air
between two consecutive activation cycles. A reproducibility of ±3% can
be considered for all the measurements reported in this section.
Influence of thickness on SEY
Figure 6.14 shows the SEY curves of NEG thin films for all the thicknesses
under study after the fourth activation cycle. The highest SEY of about 1.5
is obtained for the thinnest coating of 30 nm, due to incomplete activation,
while the SEY value for a 87 nm coating is about 1.25 and is lower for
thicker films. The oxygen reduction and the maximum SEY as a function
of the coating thickness are shown in Fig. 6.15: elevated concentrations of
oxygen in thinner films are responsible for higher SEY. In general, this
is not a systematic effect: as an example, for initially clean copper the
maximum SEY value decreases after pure oxygen exposure for higher doses
of oxygen [105]. However, in the case of Ti, Zr and V the increase of the SEY
with oxygen is due to the building up of the oxides of these metals which
have a higher SEY than the clean metal surface. These oxides are insulators
or wide-band-gap semiconductors, meaning that secondary electrons which




Figure 6.14: SEY as a function of the primary electron energy for all the samples
under study after the fourth activation cycle of 4 hours up to a temperature of
250◦C.
Figure 6.15: Oxygen reduction and maximum SEY as a function of the coating
thickness for all the samples under study after the fourth activation cycle of 4
hours up to a temperature of 250◦C.
Influence of activation time on SEY
Further SEY measurements have been performed at the same temperatures
after longer activation cycles of 24 hours which are typical activation times
for accelerator use. Observations after longer activation times show a lower
SEY compared to the one obtained after shorter activation times, as shown
in Fig. 6.16, where for example the maximum SEY for the 87 nm film was
reduced from 1.25 to 1.16. These results confirm that activation is mainly a
diffusion limited process: longer activation times allow oxygen at the film
surface to migrate away and to lower the electron yield.
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Figure 6.16: SEY as a function of the primary electron energy for the thin films
after the fourth activation cycle of 24 hours up to a temperature of 250◦C.
Figure 6.17: Oxygen reduction and maximum SEY as a function of the coating
thickness for the thin films after the fourth activation cycle of 24 hours up to a
temperature of 250◦C.
6.4 impact of sey measurements on ec build up simula-
tions
In order to investigate the impact of SEY measurements on EC build up
simulations, the measured SEY curve of the 87 nm film has been taken as
reference (black dashed line in Fig. 6.18) and compared with the analytic
SEY curve given by Eqs. 46, 47 and 48 for δmax = 1.16 and LHC chamber
parameters (blue line). The orange curve is obtained from the analytic
model by changing the parameter R0 of the elastic component from 0.7
to 0.1 and the parameter s of the true secondary component from 1.35
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Figure 6.18: Analytic curve for δmax = 1.16 and LHC chamber parameters (blue),
measured curve of the 87 nm film with δmax = 1.16 and fit curve obtained by
modified free parameters.
to 1.30, in order to fit the measured trend. Build up simulations have
been performed for all the machine components at SEY = 1.16 using the
optimized parameters, i.e. R0 = 0.7, E0 = 150 eV, s = 1.30 and Emax =
332 eV. Results are shown in Fig. 6.19: for all the components, the heat load
does not significantly differ from previous results, confirming that the SEY
model used for simulations and based on LHC measurements is a good
approximation for the measured SEY curves of NEG thin films proposed
for the lepton collider.
Figure 6.19: Heat load at SEY = 1.16 for all the machine components compared
with previous results, in the case of 15 ns beam.
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T H E F C C - E E L O N G I T U D I N A L
I M P E D A N C E M O D E L
In addition to the RW impedance, there are other sources of wakefields in
the machine that will be described in this chapter. The studies on the effects
of the RW impedance presented in Chapter 5 indicate that its contribution
on beam dynamics is very important, especially in multi bunch operation
where active feedback systems are required to keep under control beam
instabilities. As the main impedance source, the RW wake potential can be
taken as reference to compare the wake potentials of all the other machine
devices. Section 7.1 will describe all the current machine components and
their optimization from the impedance point of view while Section 7.2 will
present the longitudinal impedance budget.
7.1 other impedance sources
7.1.1 RF cavities and tapers
For the Z case, the RF system consists of about 56 LHC-like cavities at 400
MHz [106] with a single cell, as the one shown in Fig. 7.1.
Figure 7.1: 400 MHz single cell cavity used in ABCI.
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Figure 7.2: Left side: wake potential of a cavity for σz=3.5 mm given by the ABCI
code and by Eq. 93. Right side: total wake potential due to RF cavities compared
to the RW wake potential of 100 nm NEG coating for σz=3.5 mm.
The number and the design of these cells have been optimized for strong
high order mode damping and low longitudinal loss factor [107,108]. For a
Gaussian bunch with a nominal RMS bunch length of 3.5 mm, the wake
potential of one cavity given by the ABCI code [109] is shown in Fig 7.2 (left
side). This result has been compared with the analytic wake potential at
high frequencies of a cavity with attached tube corresponding to the fourth
















and Iν are the modified Bessel functions of fractional
order. The parameter Z˜c depends on the geometry and has been obtained
from ABCI by fitting the numerical wake potential to the analytic expression
of Eq. 93. The same value of Z˜c has been considered to compute the analytic
wake potential of a very short bunch (σz = 0.35 mm) to be used as input
for PyHEADTAIL tracking simulations, as illustrated in the next section.
ABCI wakefield simulations estimated a loss factor of 0.33 V/pC for each
cavity. Figure 7.2 (right side) shows a comparison between the total wake
potential due to RF cavities and the RW wake potential of a 100 nm NEG
coating for a Gaussian bunch with σz = 3.5 mm: the contribution of cavities
is negligible compared to the RW one.
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Figure 7.3: Sketch, not in scale, of a group of 4 cells with tapers.
These cavities will be arranged in groups of 4 cavities, as shown in Fig. 7.3,
with two tapers at the ends. The taper-out corresponds to the transition
from radius a = 50 mm outside the cryomodule to radius b = 150 mm inside
the cryomodule and vice versa for the taper-in. For a fixed ratio ba , the loss













where µ˜ = min(1, µ) and µ = gσz
(b−a)2 . Figure 7.4 shows a comparison
between the loss factors obtained by ABCI for different taper lengths with
analytic estimations. For the FCC-ee impedance model, a taper length of
g = 0.5 m has been chosen (see Fig. 7.5). ABCI simulations estimated an
additional loss factor of 1.9 V/pC for a single double taper (in and out,
considered independently). The wake potential of a single double taper is
shown in Fig. 7.6 (left side) and compared to the RW contribution (right
Figure 7.4: Longitudinal loss factor as a function of the taper length obtained from
ABCI code (green dots) and analytically (red dots).
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Figure 7.5: Tapers used in ABCI.
Figure 7.6: Wake potential of a double taper for σz=3.5 mm given by the ABCI
code (left side) and total wake potential due to tapers compared to the RW wake
potential of 100 nm NEG coating for σz=3.5 mm (right side).
side). In total, the loss factor for 14 4-cell cavities at 400 MHz with double
tapers will be 45.1 V/pC.
7.1.2 Synchrotron radiation absorbers
SR represents an important source of heating and photoelectrons for the
machine. In order to recover the lost energy, a sufficient number of RF
cavities is needed together with SR absorbers to cope with extra heating
and eventual background. Due to their large number, SR absorbers may
represent a very important source of wakefields. Initially, as shown in
Fig. 7.7, an elliptical vacuum pipe was proposed [111] with absorbers on
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Figure 7.7: Elliptic vacuum chamber with one absorber insertion.
one side of the major semi-axis, for a total number of 9228 absorbers in
the ring. Figure 7.8 shows the total wake potential due to 9228 absorbers
for a 4 mm Gaussian bunch obtained from the CST code [112] and the
total wake potential due to 10000 absorbers given by CST considering
a new design that will be described in the following. Compared to the
RW wake potential, one can observe that the contribution of absorbers is
not acceptable. This is another reason why an elliptic beam pipe has not
been considered, in addition to the tune shift produced by quadrupolar
wakefields discussed in Section 5.1. The new proposed design shown in
Fig. 7.9 takes into account the vacuum chamber shown in Fig. 4.13 with
Figure 7.8: Longitudinal wake potential of a 4 mm Gaussian bunch produced by
9228 absorbers with elliptic chamber and 10000 absorbers with the new design.
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Figure 7.9: 3D model of the FCC-ee chamber and a SR absorber with pumping
slots used for CST simulations.
35 mm radius and two rectangular antechambers on both sides. Absorbers
will be then installed inside the chamber winglets every 4-6 meters, with
the purpose of intercepting the radiation that, otherwise, would impact
on the beam chamber. These metallic devices are shaped like a trapezoid,
with a total length of 30 cm and placed at about 42.5 mm from the beam
axis. Placing slots for vacuum pumps just in front of each absorber allows
to efficiently capture the molecule desorption. The pumping slots have
a racetrack profile, length of 100-120 mm and width of 4-6 mm. Behind
the slots, a cylindrical volume and a flange will be installed to support
a NEG pump. Numerical simulations of the beam chamber profile with
one absorber insertion have been performed using CST. These impedance
studies do not include pumping slots and pumps. Simulations show that
below 3 GHz the longitudinal impedance is purely inductive, giving a
longitudinal broadband impedance Zn ' 1mΩ for 10000 absorbers in the
ring.
7.1.3 Collimators
In order to suppress the background and to cut off the beam halo, a total
number of 20 collimators (10 for each plane) are considered in this model,
with a design very similar to those of PEP-II [113] and SuperKEKB [114].
3D models used for CST simulations are shown in Fig. 7.10. By considering
the minimum apertures of 5 mm and 2 mm for horizontal and vertical
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Figure 7.10: CST perspective view of the vertical collimator (left side) and top view
of the horizontal one (right side).
Figure 7.11: Wake potential of horizontal and vertical collimators given by CST
(left side) and total wake potential due to collimators compared to the RW wake
potential of 100 nm NEG coating (right side), for σz=3.5 mm.
collimators, respectively, the total loss factor is about 18.7 V/pC for the
nominal RMS bunch length of 3.5 mm. Figure 7.11 shows the wake potential
of horizontal and vertical collimators (left side) and the total wake potential
due to collimators compared to the RW contribution (right side), for a
Gaussian bunch with nominal RMS bunch length of 3.5 mm.
7.1.4 Beam Position Monitors
Diagnostic elements like four-button Beam Position Monitors (BPMs) are
planned to be installed in the machine, for a total number of about 4000.
The geometry shown in Fig. 7.12 (left side) has been optimized from the
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Figure 7.12: CST perspective view of the four-button BPM (left side) and CST
model of the winglet-to-circular taper for BPM installation(right side).
impedance and heat transfer point of view [115]: the button has a diameter
of 15 mm and a thickness of 3 mm. Moreover, in order to push the higher
order modes trapped in the BPM structure to higher frequencies a BPM
design with a conical button, similar to the one used in SIRIUS [116], is
also being considered. Time domain simulations have been performed
with CST, obtaining the wake potential shown in Fig. 7.13 for a single
BPM and a total loss factor of about 40.1 V/pC for 4000 elements in the
ring. Because of the particular shape of the vacuum chamber in the arcs,
a special type of winglet-to-circular tapers shown in Fig. 7.12 (right side)
was initially designed to install BPMs, for a total number of 4000 double
Figure 7.13: Wake potential of a BPM obtained from the CST code (left side) and
total wake potential due to BPMs compared to the RW contribution of 100 nm
NEG coating (right side), for σz=3.5 mm.
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Figure 7.14: Longitudinal wake potential due to 4000 special tapers compared to
the RW wake potential of 100 nm NEG coating (right side), for σz=3.5 mm.
tapers. As can be seen from Fig. 7.14, the contribution of these special
tapers to the impedance budget is very large and comparable with the RW
one. Therefore, BPMs will be installed directly on the beam pipe with a
rotation angle of 45◦.
7.1.5 RF shielding
In addition to the previous components, 8000 bellows with RF shield will be
installed before and after each BPM. Since the conventional finger-type RF
shielding shown in Fig. 7.15 (left side) showed a not negligible impedance
contribution compared to the RW one [117] (red curve in Fig. 7.16), it
was decided to use the comb-type bellows and flanges similar to those
Figure 7.15: Conventional finger-type RF shielding (left side) and inside view of
the new comb-type bellows with small fingers between the teeth (right side).
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Figure 7.16: Wake potential of conventional finger-type RF shielding (in red) and
new comb-type bellows (in orange) compared to the RW one (in blue) for 3.5 mm
RMS bunch length obtained from the CST code.
of SuperKEKB [118] shown in Fig. 7.15 (right side). In this case, the RF
shielding consists of nested teeth with 10 mm length, 1 mm width, 0.5 mm
radial thickness and 2.14 mm gap between adjacent teeth, corresponding to
a gap of 0.57 mm between the nested teeth. This design also includes small
fingers to ensure electrical contacts. The total loss factor of the bellows
has been computed using CST and found to be about 49 V/pC for 8000
elements.
7.2 longitudinal impedance budget
As illustrated in the previous section, the contribution of all the current
machine components to the longitudinal impedance budget has been evalu-
ated by means of ABCI and CST simulations in time domain for a Gaussian
bunch with nominal bunch length of σz = 3.5 mm.
Figure 7.17 shows the longitudinal wake potentials of each component com-
pared to the RW contribution of a 100 nm NEG coating, computed analyti-
cally as the convolution between the wakefield obtained from Impedance-
Wake2D and a 3.5 mm Gaussian bunch.
Table 7 summarizes the corresponding loss factors. The major contribution
to the machine impedance is given by the RW with a total loss factor at
nominal intensity and bunch length of 210 V/pC. The total dissipated
power at nominal intensity is 13.6 MW, about a factor 3.7 smaller than the
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Figure 7.17: Longitudinal wake potentials for a Gaussian bunch with nominal
bunch length σz = 3.5mm due to the main FCC-ee components compared with the
RW contribution (blue line).
Component Number kloss[V/pC] Ploss[MW]
Resistive wall 97.75km 210 7.95
Collimators 20 18.7 0.7
RF cavities 56 18.5 0.7
RF double tapers 14 26.6 1.0
BPMs 4000 40.1 1.5
Bellows 8000 49.0 1.8
Total 362.9 13.7
Table 7: Power loss contribution of the main FCC-ee components at nominal
intensity and bunch length, in the lowest energy case of 45.6 GeV.
total SR power dissipated by the beam of 50 MW. However, this value of
power loss is expected to be lower due to the bunch lenghtening effect.
As for the RW beam dynamics studies presented in Section 5.3, the wake
potential of a bunch with σz = 0.35 mm has been used as Green function
for PyHEADTAIL tracking simulations. For each component, Fig. 7.18
shows the wake potential obtained from ImpedanceWake2D, ABCI and CST
codes for a Gaussian bunch with nominal RMS bunch length of 3.5 mm
compared to the wake potential obtained from PyHEADTAIL as solution
of the convolution integral of Eq. 16.
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Figure 7.18: Comparison of the longitudinal wake potentials of a 3.5 mm Gaussian
bunch obtained from ImpedanceWake2D, ABCI and CST codes with the wake
potentials obtained from PyHEADTAIL as convolution between the longitudinal
bunch distribution and the wake potential of a 0.35 mm Gaussian bunch for each
component.
The bunch lengthening and the MI threshold have been evaluated by
considering all the current machine components and a 100 nm NEG film.
The instability threshold in the longitudinal plane is about 2.5 · 1011, a factor
of 1.5 larger than the nominal bunch intensity and about 25% smaller than
the one due to RW only. The threshold is much higher if the effect of BS is
included, as shown in Fig. 7.20, where the energy spread remains constant
at least up to 5 · 1011. Moreover, at nominal intensity the bunch lengthening
in presence of BS amounts to only 7% whereas without BS the bunch length
is twice the nominal value (about 25% larger than the one due to RW only).
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Figure 7.19: RMS bunch length as a function of the bunch population with (orange
curve) and without (blue curve) beamstrahlung, given by numerical simulations
by considering the impedance contribution of all the machine components.
Figure 7.20: RMS energy spread as a function of the bunch population with (orange
curve) and without (blue curve) beamstrahlung, given by numerical simulations
by considering the impedance contribution of all the machine components.
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I M P E D A N C E S T U D I E S I N T H E
I N T E R A C T I O N R E G I O N
The IR is the region of the accelerator where particle detectors are hosted
for the analysis of the collisions. Since the high physics potential of FCC-ee
can be reached only if its design luminosity is achieved, it follows that the
design of the detectors and in general of the IR (including background and
radiation that can affect the detector performance) is an essential study for
a new collider. In 2016, a Machine Detector Interface (MDI) working group
has been established for FCC-ee as bridge between the accelerator and
physics studies. The main task was to study the machine elements in the
IR and the detectors able to produce and digest the very high luminosities
expected for FCC-ee. This chapter is focused on impedance studies for
the IR of FCC-ee, with an evaluation of the power loss due to geometrical
and RW impedances and trapped modes. A sketch of the IR is shown in
Fig. 8.1 [119]. Its length (from the IP to the first quadrupole QC1) is about
2.2 m and the final focusing quadrupoles are superconducting magnets. A
Figure 8.1: Layout of the IR (expanded horizontal scale).
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compensating solenoid for the detector magnetic field is located from 1.25 m
to 2.2 m from the IP on both sides and just in front of each solenoid there
is a luminosity calorimeter to measure the collision luminosity (LumiCal).
The two beams circulate in two separate beam pipes which merge into a
single vacuum chamber around the IP. The crab-waist collision scheme has
been chosen to reach the highest possible luminosity, with a crossing angle
of 30 mrad. The central beam pipe is circular with 15 mm radius, as well as
the entering and exiting beam pipes through the QC1 quadrupole. In QC2
quadrupole the beam pipe radius increases to 20 mm and it becomes 30 mm
outside QC2. The beam pipe is made of copper, possibly NEG coated for
electron cloud mitigation, as explained in Section 4.5. However, the beam
pipe of the central region (±0.9 m from the IP), is made of Beryllium (Be), a
low-Z material to minimize interactions between particles and beam pipe.
8.1 ip resistive wall impedance
Assuming a 15 mm radius pipe made of 1.2 mm thick beryllium at ±90 cm
from IP and 2 mm thick copper elsewhere, Fig. 8.2 shows the corresponding
RW longitudinal impedances.







F−→ Λ(ω) = Npe−
ω2σ2z
2c2 (95)
Figure 8.2: Longitudinal RW impedance for copper and beryllium.
132
8.2 sr masks
For a circular resistive pipe with radius b and conductivity σc, the power

























By applying Eq. 96 (or, equivalently, Eq. 24) for a Gaussian bunch with
nominal RMS bunch length σz = 3.5 mm, the power loss is about 526 W
for the copper pipe (σCu = 5.9 · 107 Sm ) and 560 W for the beryllium pipe
(σBe = 2.5 · 107 Sm ), for a total power loss in the IR due to RW of about
1 kW.
8.2 sr masks
As shown in Fig. 8.1, SR masks are placed at ±2.1 m, before and after each
quadrupole, in order to protect the vacuum chamber and the detector from
photons generated by the last bending magnet located 100 m from the IP.
These masks are 2 cm long with a 1 cm long ramp back to the larger radius
at each end and produce a variation of 2 mm in the pipe radius, from
15 mm to 13 mm in QC1 and from 20 mm to 18 mm in QC2, as shown
in Fig. 8.3. Numerical simulations with the ABCI code indicate a power
loss of about 3.8 W per bunch at the design intensity on the Z resonance.
Figure 8.3: SR masks in QC1 quadrupole (left side) and QC2 quadrupole (right
side) used for ABCI simulations.
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Figure 8.4: Wake potential of a σz = 3.5 mm bunch given by SR masks obtained
from the ABCI code.
Figure 8.4 shows the corresponding wake potentials for a Gaussian bunch
with nominal RMS bunch length σz= 3.5 mm.
8.3 an unavoidable trapped mode
As illustrated before, in FCC-ee the colliding beams have different incoming
and outgoing beam pipes which are combined into one pipe near the colli-
sion point. This variation in the beam pipe geometry can unintentionally
generate cavities and the beams generate electromagnetic fields with fre-
quencies below the cutoff frequency of the beam pipe that therefore cannot
propagate and remain localized near the discontinuity. The cutoff frequency
is determined by the pipe geometry. For a round pipe with radius b, the














with ν01 = 2.4048 and µ11 = 1.8412. In the IR of FCC-ee, the radius of the
incoming and outgoing pipes is 15 mm, corresponding to cutoff frequencies




A trapped mode can be modeled as a narrowband resonator (see Eq. 38)
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characterized by a resonant frequency, a shunt impedance and a quality
factor. If this mode has a longitudinal electrical component collinear with
the particle velocity, it can interact with the beam. Moreover, if it has a
large quality factor and its frequency is in resonance with the frequency of
some of the revolution harmonics, then the local heating in the IR can reach
tens of kW. The other electromagnetic waves excited by the beam with a
frequency above the cutoff will propagate through the beam pipe away
from the IR, depositing heat elsewhere. The energy loss of the beams in
the IR can be a very critical aspect, causing an increase of the temperature
of the vacuum chamber and vacuum degradation. If the IR chamber has
small gaps or hidden cavities (like in shielded bellows or valves), then
electric sparks or arcing may cause additional vacuum spikes. Heating of
NEG films (if used in the IR) may cause instabilities, due to a temperature
above the recovery level. A more detailed description of all these effects
can be found in [121, 122]. Detuning, i.e. changing the mode frequency
such that it is not equal to any harmonics of the revolution frequency, and
the suppression of the loaded quality factor seem to be the only ways to
decrease the HOM heating power. However during the design of the IR
these effects can be reduced by making the geometry of the IR very smooth,
thus reducing the number of trapped HOMs. In trying to find an optimum
geometry, an unavoidable trapped mode has been identified which remains
even in a very smooth pipe and it is mainly due to the geometry of the
connection of the two pipes. The structure of this mode has been analysed
in the different IR models by means of electromagnetic simulations and a
solution has been proposed.
8.3.1 Wave excitation in the IR
Fig. 8.5 shows the electric field line distribution obtained from the NOVO
code [123] right after the passage of a bunch through the beam pipe con-
nection. One can observe that the bunch has extended its self-field into
the larger common pipe, a fraction of the field propagates back into the
other pipe and another fraction is reflected back into the original beam
pipe. An image charge also appears at the edge of the pipe connection. This
charge (and later the image current running across the chamber) produces
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Figure 8.5: Electric force field line distribution at the time when a relatively short
bunch has just passed a pipe connection. The red line shows the bunch line charge
density distribution and the bunch trajectory.
electromagnetic fields in both pipes which propagate from the edge of the
pipe connection to the common central pipe of the IR and chase the bunch.
It is important to note that a shorter bunch excites higher frequency fields,
which may propagate in the pipe. Figure 8.6 shows the electric force line
distribution obtained from NOVO when a bunch has passed the outgoing
pipe connection. In this plot, green and blue lines represent force lines with
opposite direction.
Figure 8.6: Electromagnetic field line distribution at the time when a short bunch
has passed the outgoing pipe connection. Green and blue lines represent force
lines with opposite directions. The red line shows the bunch line charge density
distribution and the bunch trajectory.
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Figure 8.7: Electric field line distribution of the trapped mode. The red arrows
show the direction of the colliding beams.
8.3.2 Structure of the unavoidable trapped mode in the IR
In trying to find an optimal geometry for the IR with minimum electro-
magnetic wave resonance excitation, one mode has been identified which
remains even in a very smooth geometry. This mode is localised near the
connection of the two incoming and outgoing pipes. The electric field
distribution is shown in Fig. 8.7. The cutoff frequency of the incoming
pipes is much higher than the mode frequency and this results in a trapped
mode. One can observe from Fig. 8.7 that this mode has both transverse and
longitudinal components and it can be easily excited by the colliding beams,
especially when the two beams travel close to the pipe connection. The
transverse kicks in the incoming and outgoing pipe connections compensate
each other.
8.3.3 HOM analysis
In order to reduce the HOM effects, the geometry of the beam pipe has
been optimized from the impedance point of view. In these studies, three
different models of the IR have been considered, by assuming the same
diameter of the incoming pipes and a 15 mm radius central pipe. CST
simulations in time domain were performed for each model to find the
resonances in the spectrum of the wake potential. Then CST eigenmode sim-
ulations were performed in the frequency region around these resonances
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Figure 8.8: Geometry of the IR model 1.
in order to confirm the presence of this mode and to analyse its structure.
For these studies, a Gaussian bunch with bunch length σz = 2.5 mm has
been considered.
Model 1: squeezed incoming pipes
In this model, the incoming pipes are smoothly squeezed to a half circle
shape in order to merge into the central pipe with a constant diameter,
as shown in Fig. 8.8. The length of the central beam pipe is 400 mm and
the diameter is 30 mm. Figure 8.9 shows the wake potential for a 2.5 mm
Gaussian bunch obtained from CST (left side) and the the spectrum obtained
as Fourier transform of the wake potential (right side), indicating a trapped
mode around 5.8 GHz. CST eigenmode simulations in the frequency region
Figure 8.9: Wake potential of a 2.5 mm bunch and spectrum of the excited field in
the IR model 1.
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Figure 8.10: Electric field line distribution for the trapped mode in Model 1.
of 5-7 GHz confirmed a resonance mode at 5.774 GHz, with the electric
field line distribution shown in Fig. 8.10.
Model 2: small sharp transition
In the second IR model, the incoming pipes near the connection are cir-
cular pipes while the central chamber has a 0.82 m long transition to an
approximately elliptical or racetrack shape at both sides. The CST model
is shown in Fig. 8.11. Wakefield and eigenmode simulations have been
performed with the CST code and only one trapped mode has been found
at the frequency of 5.67 GHz, with a structure very similar to the previous
one. The spectrum is shown in the lower right plot of Fig. 8.11.
Figure 8.11: Geometry of the IR Model 2 and spectrum of the excited fields.
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Figure 8.12: Inside and outside view of the transition in the IR model 3.
Figure 8.13: Wake potential of a 2.5 mm bunch and spectrum of the excited field
in the IR model 3.
Model 3: smooth geometry
The very smooth geometry of Model 3, built in CATIA [124] and then
imported in CST as a CAD file, is shown in Fig. 8.12. The calculated wake
potential of a 2.5 mm bunch and the corresponding spectrum are shown in
Fig. 8.13. The frequency and the amplitude of the trapped mode in model
3 are two times and four times lower, respectively, than the values found
for the trapped mode of model 1, showing a lower impedance compared to
the impedance of model 1. The electric field line distribution of the trapped
mode obtained from CST is shown in Fig. 8.14.
8.3.4 HOM absorber concept
The last design has a smooth geometry of the IR vacuum chamber, character-
ized by only one trapped mode and a smaller HOMs impedance compared
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Figure 8.14: Electric field line distribution for the trapped mode in Model 3.
to the other designs. However, the power of this mode can be very danger-
ous in the IR, requiring the design of HOMs absorbers. Since the electric
field lines of the mode in the two incoming pipes are perpendicular to
the beam trajectory, longitudinal slots can be machined in the top and
bottom walls of the pipes (see Fig. 8.15). This allows the mode field to
easily propagate through these slots and be absorbed by a water-cooled
absorber installed above and below the slots. A sketch of the IR with the
geometry of Model 3 together with HOMs absorbers is shown in Fig. 8.15.
This represents a good starting point, nevertheless more studies are needed
for a further optimization.
Figure 8.15: IR smooth geometry with HOM absorbers.
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C O N C L U S I O N S
The European Strategy for Particle Physics requested an ambitious post-
LHC accelerator project to ensure a worldwide particle physics programme
after LHC. In the framework of the Future Circular Collider study, the
high luminosity electron-positron collider FCC-ee will allow very precise
measurements of all known heavy particles. The research activity presented
in this Ph.D. thesis analyzed some important limitations for the operation
of this machine, i.e. electron cloud and collective effects, particularly critical
on the Z resonance due to the low energy and the high beam current.
Electron cloud build up simulations have been performed for the main
elements of the machine, in both the arcs and the IR. Multipacting thresh-
olds and heat load have been evaluated for each component for different
bunch spacings of 2.5, 5, 15 ns, indicating that with a low SEY coating
(SEY≤1.2) the 15 ns beam is the preferable option to suppress the EC build
up in the IR and to have a lower heat load in the arcs. This coating is
also needed to cope with the EC induced single bunch head tail instability,
whose electron density threshold on the Z resonance is quite low (about
2.29 · 1010/m3). These results have been achieved thanks to the development
of simulation tools in the PyECLOUD code that extended its validity range.
In particular, a multigrid solver has been implemented in the PyPIC library
of PyECLOUD to refine the resolution around the beam location, thus
improving the code accuracy and computational time.
An impedance model was also developed, through the characterization and
optimization of the impedance of some important machine components.
This model was crucial for a better understanding of single bunch and
multi bunch instabilities, thus allowing to identify adeguate mitigation
techniques for ensuring beam stability during operation.
Special attention has been given to the RW impedance associated with a
layer of NEG coating of the vacuum chamber required for EC mitigation.
The analytical and numerical studies presented in Chapter 5 showed that
for FCC-ee the RW beam coupling impedance plays a crucial role affecting
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both the parameters choice and some design solutions of the 100 km col-
lider. In particular, a vacuum chamber with a round cross section has been
preferred to an elliptic pipe in order to avoid the strong betatron tune shift
with beam current due to quadrupolar RW wakefields. The work presented
in this thesis demonstrated analytically and numerically that for the FCC-ee
beam parameters on the Z resonance the RW impedance mainly depends
on the thickness of NEG coating and only marginally on its conductivity. It
followed that the RW contribution to the impedance budget can be reduced
by decreasing the thickness of this layer. In order to operate at nominal
bunch intensity below the single bunch microwave instability threshold, a
film with thickness below 200 nm is recommended. The TMCI instability
threshold due to the RW is less critical, but still dangerous, being a factor
of about 2.6 higher than the nominal bunch intensity.
The power loss due to the RW impedance is also not negligible, representing
about 7% of the total losses due to SR. Moreover, the interaction of the beam
with the vacuum chamber resistive walls results in a synchrotron tune re-
duction and a large incoherent synchrotron tune spread. Both these effects
can influence the beam-beam performance shifting the collider working
point and affecting the incoherent beam-beam resonances. The transverse
coupled bunch instability driven by the RW impedance is very fast with
a rise time of a few revolution turns, thus requiring a robust and novel
feedback system to suppress the instability.
An extensive measurement campaign was performed at CERN to character-
ize NEG thin films at different thicknesses and to analyse their performance
in terms of activation and SEY. The minimum effective thickness for NEG
activation was examined using XPS. The reduced activation performance
is due to elevated concentrations of oxygen especially in the thinner films.
The thinnest sample of 30 nm was able to digest O and C, however after
four short activation cycles of 4 hours it was unable to activate effectively
and this led to a high maximum SEY of 1.5. Longer activation cycles of 24
hours extended the effective lifetime of the 30 nm film, leading to better
activation and a lower SEY of 1.21 after the fourth cycle. Numerical sim-
ulations and experimental results indicated that a film thickness between
100 nm and 200 nm balancing the limitations of activation and impedance is
a good candidate for coating thickness. Further experimental investigation
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is recommended for SEY, PSD and pumping speed with a larger number of
activation cycles.
Besides the RW, the geometric impedance of important machine compo-
nents has been evaluated, showing that the contribution of these elements is
up to 5 times smaller than that of RW. The MI threshold is around 2.5 · 1011,
about a factor 1.5 higher than the nominal bunch intensity. Operation
with BS, i.e. operation with colliding beams, will increase the instability
thresholds in both planes, due to a larger bunch length and higher energy
spread.
Impedance studies in the IR estimated a total power loss of about 1 kW
due to RW and a power loss of about 3.8 W per bunch due to SR masks.
CST simulations in both time and frequency domain were performed to
study HOMs in the IR, showing an unavoidable trapped mode around the
connection of the two beam pipes. A smooth geometry of the IR vacuum
chamber has been designed, characterized by a low impedance and the
presence of one trapped mode. Dedicated water-cooled HOMs absorbers
with longitudinal slots have been conceived. However, further studies are
needed for their optimization.
Several journal papers [125–127] and proceedings [34,90,117,128–135] have
been extracted from this Ph.D. thesis work.
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